


Taban ve Tavan Ayagi / Base and Ceiling Support PM-TTA

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461

Hizmet / Service

Profillerin taban veya tavana baglanmasi icin
tasarlanmistir.

Designed for connection of profiles to the base or
ceiling.

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

Hot-dip Galvanized

PM-TTA.080

PM-TTA.100/ 120

PM-TTA.150

Teknik Bilgi / Technical Data
A B t gd | @d1 | mxn h |Uyumlu Profil
Kod/Code | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | Suitable For
PMTTA.080 | 200 | 200 | 10 | @20 | @14 | 14X25| 105 | PMP-080.3
PMTTA.100 | 250 | 250 | 12 | @24 | @14 | 18X30| 125 | PMP-100.3
PMTTA.120 | 250 | 250 | 12 | @24 | @14 | 18X30,| 145 | PMP-120.4
PMTTA.150 | 300 | 300 | 12 | @24 | @14 | 22X32| 165 | PMP-150.4

PM-TTA.100 Dizayn Yk Kapasitesi

Design Load Capacity
MAX. LOAD(KN) | MAX.MOMENT
(kNm)
Fx=3.89 Mx=3.08
Fy=42.27 My=0.28
Fz=68.18
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Yk kapasiteleri TUV-Nord test raporlarina dayanmaktadir.
Load capacities are define by the TUV-Nord test report.

Montaj Detayi / Installation Detail:

PM-TTA tavan - taban ayaginin

profile montaji yapilirken EPKC tipi civata
kullanihr.
EPKC type bolt is used to fix PM-TTA

base to PMP profile.




Taban ve Tavan Ayagi / Base and Ceiling Support PM-DTA

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:

Profillerin taban veya tavana baglanmasi igin Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
tasarlanmistir. Hot-dip Galvanized

Designed for connection of profiles to the base or
ceiling.

PM-DTA.080/100

Teknik Bilgi / Technical Data

A B t ad mxn h | Uyumlu Profil
Kod/ Code | (mm) | (mm) | (mm) | (mm) (mm) (mm) | Suitable For

PMDTA.080 | 200 | 200 | 10 | @12,5/12,5x29,5 | 100 | PMP-080.3
PMDTA.100 | 250 | 250 | 12 | @12,5|12,5x29,5 | 100 | PMP-100.3

Endiistriyel Tip Taban ve Tavan Ayagi / Industrial Type Base and Ceiling Support PM-TEA

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Profillerin taban veya tavana baglanmasi igin Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
tasarlanmistir. Hot-dip Galvanized

Designed for connection of profiles to the base or

ceiling.

PM-TEA.120

PM-TEA.150

Teknik Bllgl | Technical Data Montaj Detayi / Installation Detail:
PM-DTA ve PM-TEA tavan - taban ayaginin
Kod / Cod A B t | @d |@d1| mxn | h |Uyumlu Profil profile montaji yapilirken EPKC tipi civata
o 0de | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | Suitable For kullanilir.
PMTEA.120| 300 | 300 | 15 | @24 - |22X32| 180 | PMP-120.4 EPKC type bolt is used to fix PM-DTA
PMTEA.150 | 300 | 300 | 15 | @24 | - |22x32| 180 | PMP-150.4 gk eb alIEall el olie iR pIol e
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Konsol Baglanti Braketi / Console Bracket PM-KA

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
proMEGA konsol ayagi, profillerin birbirine montaiji Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
icin tasarlanmig, Uzerindeki delikler sayesinde Hot-dip galvanized

kullanilan profiller ile tam uyumlu civatali imalat
saglayan yapi baglanti pargalardir. Kendi dis
acma Ozelligine sahip EPKC tipi civatalar ile
kullanima uygundur. Konsol kullanim yeri ve farkli
profil tiplerine uygun gesitleri mevcuttur.

Designed for connection of profile to profile .
Direct connection to existing profile with self-threa-
ding bolt (EPKC) is possible with the round holes
in the base plate. Different types are available in
accordance with profile type.

PM-KA.080 PM-KA.100/ 120

Teknik Bilgi / Technical Data

A B t @d | @d1 | mxn h | Uyumlu Profil
Kod/Code | (mm) | (mm) |(mm) | (mm) |(mm) [ (mm) |(mm)| Suitable For

PMKA.080 | 80 190 [ 6 @13 | @14 | 11x32 | 105 PMP-80.3
PMKA.100 | 100 210 | 8 @13 | @14 | 11x32 | 125 PMP-100.3
PMKA.120 | 100 230 | 8 @13 | @14 | 11x32 | 145 PMP-120.4

Uygulama / Installation

Montaj Detayi / Installation Detail:
PM-KA konsol ayaginin profile
montaji yapilirken EPKC tipi civata

kullanihr.
EPKC type bolt is used to fix PM-KA
bracket to profile.

PM-KA.100 Dizayn Yk Kapasitesi

Design Load Capacity
MAX. LOAD(KN) | MAX.MOMENT
(kNm)
Fx=4.54 Mx=1.66
Fy=20.13 -
Fz=22.74 Mz=0.33

Fy  Yik kapasiteleri TUV-Nord test raporlarina dayanmaktadir.
Load capacities are define by the TUV-Nord test report.

LI N K we link the world www.linkyapi.com.tr Link Yapi San. ve Tic. A m



Kose Baglanti Pargasi / Corner Fitting PM-KD

Hizmet / Service

Birbirine dik Promega profillerin baglantisinda
kullanilan kdse destek elemanidir. Kendinden dis
acma Ozelligine sahip EPKC civatalar ile kolay
kurulum saglanmaktadir.

Corner fitting, provides 90° connection of Prome-
ga profiles. Easy installation with EPKC self
threading bolt.

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-KD.080 PM-KD.O

81
t

PM-KD.082

PM-KD.118 (aparToR)

Uygulama / Installation

A B Cc t ad mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm)| (mm) | (mm) Suitable For
PMKD.080 80 70 - 6 - 11x32 PMP-80.3
PMKD.081 80 70 - 6 - 11x32 PMP-80.3
PMKD.082 80 140 - 6 @18 | 11x32 PMP-80.3
Gegis Profili
Transition Profile
PMKD.118 | 100 | 140 | 80 | 6 |®18 | 11x32 |PMP-080.3- PMP-100.3

Montaj Detay! / Installation Detail:
PM-KD kose baglanti pargasinin profile
montaji yapilirken EPKC tipi civata
kullantlir.

EPKC type bolt is used to fix PM-KD
corner fitting to profile.
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Kose Baglanti Pargasi / Corner Fitting

Hizmet / Service

Birbirine dik Promega profillerin baglantisinda
kullanilan kése destek elemanidir. Kendinden dis
acma o6zelligine sahip EPKC civatalar ile kolay
kurulum saglanmaktadir.

Corner fitting, provides 90° connection of Prome-
ga profiles. Easy installation with EPKC self
threading bolt.

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461

Hot-dip galvanized

PM-KD.100

PM-KD.101

PM-KD.120

PM-KD.121 (ApAPTOR)

e & 4

=1 o

Teknik Bilgi / Technical Data

A B Cc t ad mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) (mm) Suitable For
PMKD.100 100 70 - 8 214 11x32 | PMP-100.3, PMP-120.4, PMP-150.4
PMKD.101 100 | 140 - 8 218 11x32 | PMP-100.3, PMP-120.4, PMP-150.4
PMKD.120 120 | 140 120 8 218 11x32 PMP-120.4
Gegis Profili
Suitable For
PMKD.121 | 120 | 140 | 100 | 8 | 218 | 11x32 | PMP-100.3, PMP-120.4

Uygulama / Installation

BIVIP

Design Load Capacity Design Load Capacity
MAX. LOAD(KN) MAX.MOMENT MAX. LOAD(KN) MAX.MOMENT
(kNm) (kNm)
Fx=21.20 Mx=0.33 Fx=41.97 =
Fy=6.33 - Fy=16.34 My=4.18
Fz=4.54 Mz=0.95 Fz=36.36 Mz=1.19

Yk kapasiteleri TUV-Nord test raporlarina dayanmaktadir.
Load capacities are define by the TUV-Nord test report.
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Ayarlanabilir Mafsal Ayagi / Adjustable Hinge Fitting

Hizmet / Service

Promega profilerde acili destek elemanlarin

baglantisini saglayan ara birim elemanidir.

It is a fitting that provides connection of angled

support Promega profiles

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-MEG.080/100

Hizmet / Service

Teknik Bilgi / Technical Data

A B t @d | mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) Suitable For
PMMEG.080 | 150 80 6 218 | 11x32 PMP-080.3
PMMEG.100 | 150 | 100 8 @18 | 11x32 |PMP-100.3, PMP-120.4, PMP-150.4

Teknik Bilgi / Technical Data

A B t ad mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) Suitable For
PMMEG.081 | 150 80 6 238 | 11x32 PMP-080.3
PMMEG.101 | 150 100 8 @38 | 11x32 |PMP-100.3, PMP-120.4, PMP-150.4

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:

ProMEGA profillerinde acili destek elemanlarin Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
baglantisini saglayan ara birim elemanidir. Hot-dip galvanized

It is a fitting that provides connection of angled

Promega profiles.

PM-MFS.080 PM-MFS.100/120 PM-MFS.081 PM-MFS.101/121

Teknik Bilgi / Technical Data

A B t | @d | @d1 | mxn Uyumlu Profil

Kod/Code | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) Suitable For
PMMFS.080 | 150 | 80 6 213 | @14 | 11x32 PMP-080.3
PMMFS.081 200 | 200 10 @20 | @14 | 14x25 PMP-080.3
PMMFS.100 | 150 | 100 8 213 | D14 | 11x32 PMP-100.3
PMMFS.101 250 | 250 12 @24 | @14 | 18x30 PMP-100.3
PMMFS.120 | 150 | 100 8 213 | @14 | 11x32 PMP-120.4
PMMFS.121 250 | 250 12 324 314 | 18x30 PMP-120.4

Uygulama / Installation

Montaj Detayi / Installation Detail:
PM-MEG ve PM-MFS ayarlanabilir mafsal
ayaklarinin profile montaji yapilirken EPKC
tipi civata kullanilir.

EPKC type bolt is used to fix PM-MEG and
PM-MFS adjustable hinge fittings to profile.
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Ayarlanabilir Mafsal Ayagi / Adjustable Hinge Fitting

Hizmet / Service
Promega profillerde

acili

destek elemanlarin
baglantisini saglayan ara birim elemanidir.
It is a fitting that provides connection of angled
support Promega profiles

Malzeme ve Tipi / Materials and Type:

Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-DMF.080/100/101

Teknik Bilgi / Technical Data

A B t @d | @d1 | mxn h | Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (@mm) |(@mm) | (mm) |[mm)| Suitable For
PMDMF.080 | 150 80 6 213 - |125x32| - PMP-080.3
PMDMF.081 | 200 200 | 10 320 - 14x25 - PMP-080.3
PMDMF.100 | 150 | 100 | 8 | @13 | - |12.5x32| - PMP-100.3
PMDMF.101 | 250 250 | 12 @24 - 18x30 - PMP-100.3

Uygulama / Installation

PM-DMF.081/101
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Montaj Detay! / Installation Detail:
PM-DMF ayarlanabilir mafsal
ayaklarinin profile montaji yapilirken EPKC

tipi civata kullanihr.
EPKC type bolt is used to fix PM-DMF
adjustable hinge fittings to profile.




Acil Profil Birlestirici / Angled Profile Connector

Hizmet / Service Malzeme ve Tipi / Materials and Type:
Promega profilerde acili destek elemanlarin Celik S235 JR / Steel S235 JR

baglantisini saglayan ara birim elemanidir.
It is a fitting that provides connection of angled
support Promega profiles.

PM-DC.080/100

Standart Kaplama / Coating:

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Teknik Bilgi / Technical Data

A | B t mxn  |Uyumlu Profil
Kod / Code |(mm)|(mm)|(mm)| (mm) Suitable For
PM-DC.080|350 | 80 | 4 | 12x35 PMP-080.3
PM-DC.100|350 | 80 | 4 | 12x35 PMP-100.3

Acih Profil Birlestirici /| Angled Profile Connector

Hizmet / Service Malzeme ve Tipi / Materials and Type:
Promega profillerde acili destek elemanlarin Celik S235 JR / Steel S235 JR

baglantisini saglayan ara birim elemanidir.
It is a fitting that provides connection of angled
support Promega profiles.

PM-AM.080/100
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Standart Kaplama / Coating:

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Teknik Bilgi / Technical Data

A B | t | @d |Uyumlu Profil
Kod / Code | (mm) |(mm)|(mm)|(mm)| Suitable For
PM-AM.080 (112.5| 80 | 3 | 11 PMP-080.3
PM-AM.100 [112.5/100| 3 | 11 PMP-100.3




Plaka Tipi Baglanti Pargasi / Plate Fitting PM-DDE

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Promega profillerin  birbiriyle  baglantisinda Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
kullanilmak UGzere tasarlanmistir. Hot-dip galvanized
Designed to be used in connections of Promega
profile.

PM-DDE.080/100/120 N Teknik Bilgi / Technical Data

A B t | Uyumlu Profil
Kod/Code | (mm) | (mm) | (mm) | (mm) | Suitable For

PMDDE.080 | 300 80 200 6 PMP-080.3
PMDDE.100 | 300 | 100 | 220 8 PMP-100.3
PMDDE.120 | 320 | 120 | 260 8 PMP-120.4

FEEsEEFEEARead

Teknik Bilgi / Technical Data

A B C t | Uyumlu Profil
Kod/Code | (mm) | (mm) | (mm) | (mm) Suitable For

PMKDE.080 | 200 | 200 80 6 PMP-080.3

PMKDE.100 | 220 | 220 | 100 8 PMP-100.3
PMKDE.120 | 240 | 240 | 120 8 PMP-120.4

Toplayici Kése Elemani / Outer Corner Fittings PM-TDE
PM-TDE.080/100 PM-TDE.081/101 Teknik Bilgi / Technical Data

A B (o] t Uyumlu Profil

Kod/Code | (mm) | (mm) | (mm) | (mm) ySuitabIe For

PMTDE.080 80 190 170 6 PMP-080.3

PMTDE.081 80 190 170 6 PMP-080.3

PMTDE.100 100 190 190 6 PMP-100.3

PMTDE.101 100 190 190 6 PMP-100.3

Montaj Detayi / Installation Detail:
PM-DDE, PM-KDE ve PM-TDE plaka tipi

\ baglanti pargalarinin profile montaji
‘pm-rnz . yapilirken EPKC tipi civata kullanilir.
ot EPKC type bolt is used to fix PM-DDE,

b 4 PM-KDE and PM-TDE plate fittings to profile.
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Plakalar / Plates PM-PLT

Hizmet / Service

Promega  profillerinin yapi ile baglantisinda
kullaniimak igin tasarlanmig ara birim elemanlari-
dir. Slot delikleri sayesinde tium zemin ve yapi
gruplarina uyum saglayacak sekilde tasarlanmig-
tir.

Designed as an interface components for use
between building and Promega profiles.

Slot holes allow flexible connection.

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-PLT.081/101 PM-PLT.080/100/150 PM-PLT.151

PM-PLT.082/102/152

Teknik Bilgi / Technical Data

A B t ad mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) Suitable For
PMPLT.081 80 190 6 @13 | 11x32 PMP-080.3
PMPLT.101 100 | 210 8 @13 | 11x32 PMP-100.3

A B t ad mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) Suitable For
PMPLT.080 200 | 200 10 | @20 | 14x25 PMP-080.3
PMPLT.100 250 | 250 12 | @18 | 18x30 |PMP-100.3, PMP-120.4
PMPLT.150 300 | 300 12 | 922 | 22x32 PMP-150.4

A | B |t |@&d|M | M2 mxn| exf Uyumlu Profil

Kod/Code | (mm)|(mm)|(mm)|(mm) (mm) Suitable For
PMP-100.3, PMP-120.4
PMPLT.151 | 420 (420 | 15 |@13 |M16|M20 [18x40{11x32 PMP-150.4
A B t MD mxn Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) (mm) Suitable For
PMPLT.082 200 | 200 10 | M16 | 14x25 PMP-080.3
M PM-PLT.082/102/152 Plakalar, zeminden kaynaklanan PMPLT.102 250 | 250 12 | M20 | 18x30 |PMP-100.3, PMP-120.4
kot farkinin ayarlanmasi i¢in kullaniimaktadir.
PM-PLT.082/102/152 plates are used for managing for PMPLT.152 300 | 300 12 | M20 | 22x32 PMP-150.4

different floor height.

Uygulama / Installation

Montaj Detayi / Installation Detail:

PM-PLT urtnleri saplama ile Promega
profillerin yapi profiline baglantisinda kullanilir.
PM-PLT plates can be used for connection

of Promega profile to structural profile with

threaded rod.

Montaj Detayi / Installation Detail:
PM-PLT.082/102/152 plaka urinleri Gzerinde
bulunan dis acilmis delikler sayesinde rot

yardimi ile yikseklik ayari yapmanizi saglar.
PM-PLT.082/102/152 plates are allow adjusting
to height with threaded rods and threaded holes
system.
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Baglanti Plakasi /Connection Plate PM-DT

Hizmet / Service

Promega profillerinin yapi ile baglantisinda kullanil-
mak icin tasarlanmig ara birim elemanlaridir. Slot
delikleri sayesinde tum zemin ve yapi gruplarina
uyum saglayacak sekilde tasarlanmistir.

Designed as an interface components for use
between building and Promega profiles. Slot holes

Malzeme ve Tipi / Materials and Type:
Celik S235 JR/ Steel S235 JR

allow flexible connection.

Standart Kaplama / Coating:

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-DT.080/100

Teknik Bilgi / Technical Data

A | B t mxn mxn | Uyumlu Profil
Kod / Code (mm)|(mm) |(mm)| (mm) (mm) Suitable For
PM-DT.080(160 |140 | 4 |14 x25|14x40| PMP-080.3
PM-DT.100/200 |180 | 4 |14 x 25|14 x40 PMP-100.3

Baglanti Elemani / Connection Fittings

Hizmet / Service

Promega profillerinin yapi ile baglantisinda kullanil-
mak icin tasarlanmis ara birim elemanlaridir. Slot
delikleri sayesinde tim zemin ve yapi gruplarina
uyum saglayacak sekilde tasarlanmistir.

Designed as an interface components for use
between building and Promega profiles. Slot holes
allow flexible connection.

Malzeme ve Tipi / Materials and Type:

Celik S235 JR / Steel S235 JR

PM-AT

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-AT.080/100

Teknik Bilgi / Technical Data

A B t @d | mxn | Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | (mm)| (mm) Suitable For
PM-AT.080|204,6| 42 6 11 | 30x12 PMP-080.3
PM-AT.100|260,6| 42 8 11 | 30x12 PMP-100.3
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G Profil Adaptorii / G Profile Adaptor PM-GB

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:

Hizmet / Service

Hafif ve orta seri G profillerin proMEGA urinleri ile
birlikte kullanilmasini saglamak amaciyla tasarlan-
mis baglanti pargalaridir. proMEGA Urlnleri ile
yapilan konsollarda hafif ve orta ylk sinifi sistem-
lerin daha ekonomik ¢ozumlerle tasitiimasini
saglamaktadir.

Designed to enable use of light and medium
series G profiles in combination with proMEGA
products. Light and medium load class systems
are supported with more economical solutions in
supports designed with proMEGA products.

Celik 8235 JR / Steel S235 JR

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PM-GB.080 / 100

Teknik Bilgi / Technical Data
A B t @d | mxn

Uyumlu Promega Profil

PM-GB.082 / 102

Uyumlu Prolink G Profil

Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) Suitable For Promega Suitable For Prolink G
PMGB.080 80 190 6 @13 | 11x32 PMP-080.3 PLG 41x41
PMGB.082 80 190 6 @13 | 11x32 PMP-080.3 PLG 41x82
PMGB.100 100 | 210 8 @13 | 11x32 | PMP-100.3, PMP-120.4, PMP-150.4 PLG 41x41
PMGB.102 100 | 210 8 @13 | 11x32 | PMP-100.3, PMP-120.4, PMP-150.4 PLG 41x82

Uygulama / Installation

Montaj Detay! / Installation Detail:

PM-GB profil adaptoriinin profile montaji
yapilirken EPKC tipi civata kullanilir.

« Hafif ve orta sinif yik tasiyan G profiller ile
kullanilir.

EPKC type bolt is used to fix PM-GB channel
adaptor to profile.

* G channel is for medium and light duty
application.
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Uzatma Kaplini / Extension Coupling

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:

Promega profillerin eksenel baglantisi igin Celik S235 JR / Steel S235 JR
tasarlanmistir.

Designed to be used for axial connections of

Promega profile.

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Uygulama / Installation

Teknik Bilgi / Technical Data

A B t |[Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) | Suitable For
PMUK.080 367 | 70 4 PMP-80.3
PMUK.100 367 | 90 4 PMP-100.3
PMUK.120 367 | 110 4 PMP-120.4
PMUK.150 367 | 140 4 PMP-150.4

m LI N K we link the world www.linkyapi.com.tr Link Yapi San. ve Tic. AS

Montaj Detayi / Installation Detail:
PM-UK uzatma kaplininin profile montaji
yapilirken EPKC tipi civata kullanilir.
EPKC type bolt is used to fix PM-UK
extension coupling.

IR




Birlestirme Elemani / Joint Fitting PM-BE 100

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Promega profillerinin  paralel baglantisi igin Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
tasarlanmistir. Hot-dip galvanized

Designed to be used for parallel connections of
promega profile.

PMBE.100

Teknik Bilgi / Technical Data

A B t | Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) Suitable For

PMBE.100 70 200 6 PMP-100.3

Birlestirme Elemani / Joint Fitting PM-BE 101/102
Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Promega profillerin birlestiriimesini saglamak icin Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
dizayn edilmisgtir. Hot-dip galvanized

Designed to combine Promega profiles.

PMBE.101 PMBE.102

Teknik Bilgi / Technical Data

A B t Uyumlu Profil
Kod / Code (mm) | (mm) | (mm) Suitable For
PMBE.101 120 90 4 TUM PROFILLER /ALL
PMBE.102 140 | 200 4 PMP-100.3

Montaj Detayi / Installation Detail:
PM-BE birlestirme elemaninin profile
montaji yapilirken EPKC tipi civata

kullantlir.
EPKC type bolt is used to fix PM-BE

P puiae
i Joining fiting.

A 101 48
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U Baglanti Atkisi / U Shape Fitting PM-TA

Malzeme ve Tipi / Materials and Type:

Hizmet / Service

Promega profillerinin birbirleriyle 90 derece agi ile
yapmis oldugu baglantilarda kullaniimak Uzere
tasarlanmis birlestirme parcalaridir. Uygun yapi
sistemlerinde Promega profillerinin taban plakasi
kullaniimadan ylizeye paralel olarak baglanti
yapmasini saglamaktadir.

Designed for 90 degree connection of Promega
profiles. In suitable construction systems, the
profiles are connected in parallel with the surface
without using a base plate.

Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PMTA.080/100/120/150 Teknik Bilgi / Technical Data
A|lB |C|D|t | @d mxn (Uyumlu Profil
Kod / Code (mm) (mm) (mm) (mm) (mm) (mm) (mm) Suitable For
PMTA.080 | 80 | 85 |200| 80 | 4 | @13| 11x32 | PMP-080.3
PMTA.100 | 100 |105 |240 | 100 | 4 | @13| 11x32 | PMP-100.3
PMTA.120 | 100|105 |260 | 120 | 6 | @13| 11x32 | PMP-120.4
PMTA.150 | 100 1105|280 | 150 | 6 | @13| 11x32 | PMP-150.4
U Baglanti Bazasi / U Sidewall Connection Base PM-TA

Hizmet / Service

Promega profillerinin duvar yanina baglantisinda
kullanilmak Uizere tasarlanmistir.

Designed for swidewall connection of Promega
Profiles.

PMTA.081/101/121/151

Uygulamalar / Installation

Malzeme ve Tipi / Materials and Type:

Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Teknik Bilgi / Technical Data

A | B t |9d| mxn h Uyumlu Profil
Kod / Code |(mm)|(mm)|(mm)|(mm)| (mm) (mm) Suitable For
PMTA.081 | 200 | 200| 10 |@20| 14x25 86 PMP-080.3
PMTA.101 | 250 | 250 | 12 | @24| 18x30 106 PMP-100.3
PMTA.121 |250 | 250 | 12 | @24| 18x30 128 PMP-120.4
PMTA.151 | 300 | 300 | 12 | @24| 22x32 158 PMP-150.4

\ ¢
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Montaj Detayi / Installation Detail:
PM-TA U baglanti atkisinin profile
montaji yapilirken EPKC tipi civata

kullantlir.

EPKC type bolt is used to fix PM-TA
U Shape Fitting



Polimer Beton Ayak U Destek Elemani / Polymer Concrete Base U Support Fitting PM-UD

Hizmet / Service

Promega profillerinin Polimer beton ayaklara
baglantisi igin tasarlanmistir.

Designed for the connection of Promega profiles
to polymer concrete base.

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

PMUD.080/100/120

m12x35
Havsa bagl civata kullanilir.
Countersunk bolts are used.

PMUD.080.1/100.1/120.1

Dikey Slot
Vertical Slot

Ayarlanabilir U Destek Elemanli Ayak | Adjustable Base with U Support Fitting

Hizmet / Service
Promega profillerinin Polimer beton ayaklara ve
yukseltiimis déseme ayaklarina, ayarlanabilir

yuksekliklerde baglantisi igin tasarlanmistir.
Designed for the connection of Promega profiles
to polymer concrete base and raised floor base
with adjustable height.

Dikey Slot
Vertical Slot

Dikey Slot
Vertical Slot

Montaj Detayi / Installation Detail:
PM-UD / PM-UDP U destek elemanini

profile montaji yapilirken EPKC tipi civata
kullantlir.

EPKC type bolt is used to fix PM-UD
PM-UDP U Shape Fitting

Teknik Bilgi / Technical Data

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

A | B Cc t mxn Uyumlu Profil

Kod / Code (mm) |(mm) |(mm)|(mm)| (mm) Suitable For
PMUD.080 82 |100 /100 | 8 | 11x32 PMP-080.3
PMUD.080.01 110 | 80 |100| 8 | 11x32 PMP-080.3
PMUD.100 102 (100|120 | 8 | 11x32 PMP-100.3
PMUD.100.01 110 /100 |120| 8 | 11x32 PMP-100.3
PMUD.120 124 1120 |120| 8 | 11x32 PMP-120.4
PMUD.120.01 [ 124 (120|120 8 | 11x32 PMP-120.4
PM-UDP

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Teknik Bilgi / Technical Data

Polimer Ayak Kod | Code A B (o] t [ mxn |max. h|min. h
Polymer Base (mm) | (mm) | (mm) |[(mm)| (mm) (mm) (mm)
Yatay / Horizontal| PMUDP.080 84 120 91 4 |11x34 | 229 161
Dikey / Vertical PMUDP.081 110 80 91 4 |[11x32 | 175 103
Yatay / Horizontal| PMUDP.100 104 | 120 | 111 4 |[11x34 | 229 161
Dikey / Vertical PMUDP.101 110 | 100 | 111 4 |11x32 | 175 103
Yatay / Horizontal| PMUDP.120 124 | 120 | 111 4 |11x34 | 229 161
Dikey / Vertical PMUDP.121 110 | 120 | 111 4 |[11x32 | 175 103
t | mxn max. h min.h
Plakasyek | KodiCode | (oumy | o) | () || {rom | o) | o
Yatay / Horizontal| PMUDP.082 84 120 91 4 |11x34 | 216 148
Dikey / Vertical PMUDP.083 110 80 91 4 |11x32 | 162 90
Yatay / Horizontal| PMUDP.102 104 | 120 | 111 4 |[11x34 | 216 148
Dikey / Vertical PMUDP.103 110 | 100 | 111 4 |[11x32 | 162 90
Yatay / Horizontal| PMUDP.122 124 | 120 | 111 4 |11x34 | 216 148
Dikey / Vertical PMUDP.123 110 | 120 | 111 4 |11x32 | 162 90
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U-Bolt Aski Kelepcgesi / U-Bolt Pipe Clamp

Hizmet / Service

Borularin kilavuz, destek veya baglantisi i¢in dizayn
edilmistir.

Designed as a support , guide of pipe.

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

UKP

Standart Kaplama / Coating:
Elektro galvaniz ISO 2081
Zinc Plated

B

Promega Profil
Promega Profile

PMUBB

Somun / Nut

Somunlar dahil degildir. &2
Nuts not included.

Uygulama Yikii 3

Uygulama Yiikii 2 Design Load 3

Design Load 2
Uygulama Yuki 1
Design Load 1

Teknik Bilgi / Technical Data

PTFE
(Gerekirse

If required)* s T I

Kauguk Serit
Rubber Lining
(Gerekirse / If required)*

Promega Profil
Promega Profile

PS> s
&

'—— Somun / Nut

2

* Eger boru malzemesi profil ve kelepgeden farkl ise oradaki temasi kesmek
icin PTFE ve kauguk serit kullanilabilir. Bu Urtinler gerekli ise siparis igin
lGtfen danisin.

If pipe material is different from profile and clamp materials, PTFE and
rubber lining might be used to cut off this contact. If required, please
contact for order.

Boru 6lgﬁsﬁ Uygulama Yiikii 1 |Uygulama Yiikii 2 |Uygulama Yiikii 3

Kod / Code Pipe Size M B L1 L2 Desigrll ’&oad 1 Desigrlz r\%oad 2 Desigﬁ 'ﬁoad 3

(Inch.) | (mm) (mm) | (mm) | (mm) | 343 °C | 400°C 343 °C 343 °C
UKP.3090 | 172 15 M6 | 24 | 32 | 30 | 2,58 | 2,02 0,64 1,33
UKP.3091 3/4 20 M6 | 30 | 39 | 30 | 2,58 | 2,02 0,64 1,33
UKP.3092 1 25 M8 | 36 | 44 | 30 | 2,58 | 2,02 0,64 2,67
UKP.3093 | 114 32 M.8 | 46 | 48 40 | 2,58 | 2,02 0,64 2,67
UKP.3094 | 112 | 40 M8 | 56 | 56 | 50 | 2,58 | 2,02 0,64 2,67
UKP.3095 2 50 M.10| 68 | 68 | 50 | 6,49 | 5,09 1,62 3,20
UKP.3096 | 212 | 65 M.10| 78 | 71 50 | 6,49 | 5,09 1,62 3,20
UKP.3097 3 80 M.12| 94 | 81 60 |12,01| 9,40 3,00 4,00
UKP.3098 4 100 |M.12| 118 | 89 | 65 | 12,01 | 9,40 3,00 4,00
UKP.3099 5 125 | M.A12| 146 | 115 | 65 | 12,01 | 9,40 3,00 4,00
UKP.3100 6 150 | M.16| 172 | 118 | 90 | 18,10 | 12,25 3,65 4,80
UKP.3101 8 200 | M.16| 224 | 142 | 90 | 18,10 12,25 3,65 4,80
UKP.3102 | 10 250 | M.16| 278 | 169 | 100 | 18,10 | 12,25 3,65 -
UKP.3103 | 12 300 | M.16| 328 | 200 | 100 | 18,10 | 12,25 3,65 - UKP

MSS SP-58 & MSS SP-69 TYPE 24
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U Bolt Baglanti Braketleri / U Bolt Connection Brackets

Hizmet / Service
U-Bolt kelepgelerin Promega profillerine montajini

Malzeme ve Tipi / Materials and Type:

Celik S235 JR / Steel S235 JR

PM-UBB

Standart Kaplama / Coating:

Sicak daldirma galvaniz EN 1461

gerceklestirmek tzere tasarlanmig baglanti Grlnleri- Hot-dip galvanized
dir. Konsol uygulamalarinda kullanilan profillerin yan
ylizeyine montaj yapilarak U-Bolt kelepgelerin kolay
baglantisini saglamaktadir.
Designed to install U-Bolt clamps on Promega
profiles. It provides easy connection of U-Bolt
clamps by mounting on side surface of profiles used
in support applications.
Teknik Bilgi / Technical Data
A B t ad mxn Uygunluk Uyumlu U Bolt
Kod / Code (mm) | (mm) | (mm) | (mm) | (mm) Compliance Suitable U Bolt
PMUBB.001 | 100 60 6 - 11X80 | TUM PROFILLER /ALL 1/2"-1%%"
L] m . .
gl LU N \: < PMUBB.002 | 140 60 6 - 14X40 | TUM PROFILLER /ALL 2"-3"
\ PMUBB.003 | 50 60 6 J14 - TUM PROFILLER /ALL 3"-5"
PMUBB.004 | 50 60 6 718 - TUM PROFILLER /ALL 6"-12"
n
A
PMUBB.002 PMUBB.003/004

UKP

Montaj Detayi / Installation Detail:
PM-UBB U bolt baglanti braketinin profile
montaji yapilirken EPKC tipi civata

kullantlir.

EPKC type bolt is used to fix PM-UBB
U bolt connection brackets
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Kare Bolt Kiris Kenedi / Square Bolt Beam Clamp NPI2

Hizmet / Service

) , » Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
NPV/HEA/HEB  profillerine aski  sistemlerinin - cojik 5235 JR / Steel $235 JR Elektro galvaniz ISO 2081
uygulanmasi icin dizayn edilmistir. Zinc Plated

Designed for connection of modular profile system
to the NPI/HEA/HEB profiles.

NPI2 ‘c//m

Teknik Bilgi / Technical Data

Uyumlu Profiller
Suitable for

Tek Profil Cift Profil
LG . : e e 5 Single Profile Double Profile

PLG 4141/ PLG 4122| PLGD 4142
PLG 4545 / PLG 4522 PLGD 4544

NPI2.3410 90 6 58 | M.10x50 | 100

NPI2.3412 90 6 58 |M.12x50 | 150 ﬁtg :;gg E::gg 3:333
NPI2.3412.01 90 6 58 |M.12x60 | 180 E::gg :ﬂ;g
PMNPI.080 135 8 96 | M.12x60 | 140 PMP-080.3
PMNPI.100 155 | 10 | 116 [M.12x85 | 190 PMP-100.3
PMNPI.120 155 | 10 | 116 [M.12x85 | 190 PMP-120.4
PMNPI.150 155 | 12 | 120 | M.16x90 | 230 PMP-150.4

Teknik Bilgi / Technical Data

Uyumlu Profil

Kod / Code A t C E M L Suitable For

PMKB.080 170 6 96 | 85 |M12| 185 PMP-080.3

PMKB.100 190 8 116 | 85 | M12| 205 PMP-100.3

PMKB.120 190 8 116 | 85 | M12| 225 PMP-120.4

PMKB.150 190 10 120 | 85 | M16 | 255 PMP-150.4
| Kiris Kenedi / Beam Clamp MZL
Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
NPI/HEA/HEB profillerine aski  sistemlerinin Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
uygulanmasi icin dizayn edilmistir. Hot-dip galvanized

Designed for connection of modular profile system
to the NPI/HEA/HEB profiles.

Teknik Bilgi / Technical Data

Jd Uyumlu Profil
Kod / Code (mm) Suitable For

MZL.5000 @12,5| TUM PROFILLER /ALL

Yk kapasiteleri TUV-Nord test raporlarina dayanmaktadir.
Load capacities are define by the TUV-Nord test report.
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Plastik Kapak / Plastic Cover

Hizmet / Service Malzeme ve Tipi / Materials and Type:
proMEGA modiiler profilleriyle yapilan uygulamalar- Plastik / Plastic

da konsol bitis noktalarinda hem goérsel hem de

saglik ve guvenlik gereksinimlerini karsilamak icin

tasarlanmistir.

Plastic end cap to close cut ends of proMEGA

modular profile to meet both visual and health &

safety requirements.

A

B
PMPC.120

A
/
A
2 : Teknik Bilgi / Technical Data
Rl A | B Renk  |Uyumlu Profil
iy o £ Kod / Code | (mm) | (mm) Color Suitable For
PMPC.150 | 100 | 150 |Turunu/Orange| PMP-150.4
B A
PMPC.150

LI N K we link the world www.linkyapi.com.tr Link Yapi San. ve Tic. AS

Teknik Bilgi / Technical Data

A B Renk Uyumlu Profil
Kod / Code | (mm) | (mm) Color Suitable For

PMPC.080 | 80 80 |Turuncu/ Orange| PMP-080.3

PMPC.080

Teknik Bilgi / Technical Data

A B Renk Uyumlu Profil
Kod / Code (mm) | (mm) Color Suitable For

PMPC.100 | 100 | 100 |Turuncu/ Orange, PMP-100.3

PMPC.100

Teknik Bilgi / Technical Data

A B Renk Uyumlu Profil
Kod / Code | (mm) | (mm) Color Suitable For

PMPC.120 | 100 | 120 |Turuncu / Orange, PMP-120.4




izolasyon Takozu

Hizmet / Service

izolasyon takozlari veya seritleri ile beraber kullanil-

mak Uzere tasarlanmistir.
Designed to used insulation supports or stripts.

ki Kelepgesi / Insulation Support Clamp

Malzeme ve Tipi / Materials and Type:

Celik 8235 JR / Steel S235 JR

Standart Kaplama / Coating:

Elektro galvaniz ISO 2081

Zinc Plated

DNS5L

Teknik Bilgi / Technical Data

Boru ('5Ic_;iist'j
Kod / Code (lnc:)’lpe > (DN) (gﬁ) (m) (glnv:)
DN5L.5010 | 3/8 10 14-18 60 M8
DN5L.5015 |  1/2 15 20-24 62 M8
DN5L.5020 | 3/4 20 23-30 65 M8
DN5L.5025 1 25 33-40 75 M8
DN5L.5032 114 32 39-44 81 M8
DN5L.5040 1" 40 44-53 90 M8
DN5L.5053 - - 53-59 100 | M8
DN5L.5050 2 50 56-65 105 | M8
DN5L.5062 - - 62-72 15 | M8
DN5L.5063 - - 71-77 125 | M8
DN5L.5065 2'” 65 76-84 131 M8
DN5L.5080 3 80 82-92 140 | M10
DN5L.5095 - - 95-103 150 | M8
DN5L.5100 4 100 107-115 | 160 | M10
DN5L.5116 - - 116-126 | 180 | M10
DN5L.5125 - - 125-132 | 190 | M10
DN5L.5126 5 125 133-140 | 190 | M10
DN5L.5133 - s 133-143 | 190 | M10
DN5L.5146 - - 146-155 | 207 | M12
DN5L.5150 - o 159-163 | 215 | M12
DN5L.5200 8 200 207-215 | 283 | M12

e
E LI N K we link the world www.linkyapi.com.tr Link Yapi San. ve Tic. AS

DNS5SK

Somun Kesiti / Nut Section

M0

17 mm

I-

mmm@ 7

Teknik Bilgi / Technical Data

Boru Olgiisii
Pipe Size

Kod / Code (Inch) (DN) (22) (n?rl) (?1'#1')

DN5K.5010 | 3/8 10 14-18 60 | M8-M10
DN5K.5015|  1/2 15 20-24 62 | M8-M10
DN5K.5020 | 3/4 20 23-30 65 | M8-M10
DN5K.5025 1 25 33-40 75 | M8-M10
DN5K.5032 114 32 39-44 81 | M8-M10
DN5K.5040 172 40 44-53 90 | M8-M10
DN5K.5053 - - 53-59 100 | M8-M10
DN5K.5050 2 50 56-65 105 | M8-M10
DN5K.5062 - - 62-72 115 | M8-M10
DN5K.5063 - - 71-77 125 | M8-M10
DNS5K.5065 i 65 76-84 131 | M8-M10
DN5K.5080 3 80 82-92 140 | M8-M10
DN5K.5095 - - 95-103 150 | M8-M10
DN5K.5100 4 100 107-115 160 | M8-M10
DN5K.5116 - s 116-126 180 | M8-M10
DN5K.5125 5 o 125-132 | 190 | M8-M10
DN5K.5126 5 125 133-140 | 190 | M8-M10
DN5K.5133 - - 133-143 | 190 | M8-M10
DN5K.5146 5 o 146-155 | 207 | M8-M10
DN5K.5150 5 - 159-163 | 215 | M8-M10
DN5K.5200 8 200 207-215 | 283 | M8-M10




Kombi Somunlu Kelepge / Clamp With Combi Nut DNG6

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Yatay veya dikey gelik borularin askilanmasinda Celik S235 JR / Steel S235 JR Elektro galvaniz ISO 2081 / Zinc Plated
kullaniimak Gzere dizayn edilmisgtir.

Designed for suspending of vertical and horizontal
steel pipes.

izolasyon Lastikleri Teknik Ozellikleri
W Isolation Rubber Technical Specification
“Normal Tutusma”DIN 4102 gére Malzeme / Material : EPDM
DIN 4109 gore

)( B2 . )
& el o “Normal flamability” ac.to DIN 4102 sggaolg'tk ?-a'l)tlaomg" / Temperature Resistance :
%ng protect® Yaterial Clas® B o

Teknik Bilgi / Technical Data

o Civata Bolt Olgiisii| Somun Olgiisii| Dizayn Yiikii
Boru bslgusu o B1 | n Bolt Size Nut Size | Design Load

Kod / Code (inchge ('rfq?n) (mm) (mm) | (mm) (m'$n) (m“f'n) (kN)
DN6.3008 14 | 135 12-15 56 | 38 M.6 M.8 /M.10 1.30
DN6.3010 318 | 17,2 15-19 60 | 41 M.6 M.8 / M.10 1,30
DN6.3015 12 | 213 20-24 62 | 45 M.6 M.8 / M.10 1,30
DN6.3020 3/4 | 26,9 23-28 71 5 M.6 M.8 / M.10 1,30
DN6.3025 1 | 337 31-36 79 | 60 M.6 M.8 / M.A0 1,30
DN6.3032 11/4 | 42,4 38-44 88 | 64 M.6 M.8 / M.10 1,60
DN6.3040 11/2 | 48,3 44-50 94 71 M.6 M.8/M.10 1,60
DN6.3050 2 | 603 59-65 109 | 87 M.6 M.8 / M.10 1,60
B1 DN6.3065 21/2 | 76,1 74-80 133 | 103 M.6 M.8 /M.10 2,30
DN6.3080 3 | 889 83-93 145 | 112 M.6 M.8 / M.10 2,30
Somun Kesiti / Nut Soction DN6.3100 4 |1143| 108118 | 169 | 137 M.6 M.8 /M.10 2,30
— DN6.3125 5 |139,7| 132-143 | 199 | 162 M.6 M.8 / M.10 2,60
o ]m DN6.3150 6 11683 | 159-169 | 229 | 190 M.6 M.8 /M.10 2,60
:[ DN6.3200 8 12191 216-225 | 283 | 240 M.6 M.8/M.10 2,62

e |

A
A,
Somunlu Kelepge / Clamp With Nut DN5

Teknik Bilgi / Technical Data

L Civata Bolt Olgiisii| Somun Olgiisii| Dizayn Yiikii

BOFF,H OSlsusu 2B Bl | h Bolt Size Nut Size Design Load
Kod / Code (inch’ge (ﬁﬁn) (mm) (mm) | (mm) (m|$n) (mMn) (kN)
DN5.5012 14 | 135 12-15 56 | 26,5 M.6 M.8 1,30
DN5.5016 38 | 17,2 15-19 60 | 29 M.6 M.8 1,30
DN5.5020 12 | 21,3 20-24 62 | 335 M.6 M.8 1,30
DNS5.5025 3/4 | 269 23-28 71 | 39 M.6 M.8 1,30
DN5.5031 1 |337 31-36 79 | 49,5 M.6 M.8 1,30
DN5.5038 11/4 | 42,4 38-44 88 53,5 M.6 M.8 1,60
DN5.5045 11/2 | 48,3 44-50 94 | 59 M.6 M.8 1,60
DN5.5059 2 | 60,3 59-65 109 | 76 M.6 M.8 1,60
DN5.5075 21/2 | 76,1 74-80 133 | 97 M.6 M.10 2,30
DN5.5084 3 | 889 83-93 145 | 106 M.6 M.10 2,30
DN5.5110 4 |1143| 108118 | 169 | 131 M.6 M.10 2,30
DN5.5137 5 1139,7| 132-143 | 199 | 156 M.6 M.10 2,60
DN5.5163 6 11683 | 159-169 | 229 | 184 M.6 M.10 2,60
51 DN5.5207 8 12191 216-225 | 283 | 234 M.6 M.12 2,62
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Kelepge Baglanti Somunu / Clamp Connection Fitting PLGMK

Hizmet / Service

Ozel tasarimi sayesinde Promega profillerde “TAK”,
“CEVIR”, “SIKISTIR” yéntemi ile kolayca uygulama
yapilir.

Applicable to all Promega Profiles Series with its
special design by “LOCATE” “ROTATE”, “TIGHTEN".

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

Standart Kaplama / Coating:

Elektro galvaniz ISO 2081

Zinc Plated

PLGMK

Teknik Bilgi / Technical Data

Kod / Code ad t M

PLGMK.9000 | 40 1,5 M8
PLGMK.9100 | 40 1,5 | M10
PLGMK.9120 | 40 1,5 | M12

Uygulama / Installation

Teknik Bilgi / Technical Data

Kod / Code ad t M h
PLGMR.90030| 40 1,5 M8 | 30
PLGMR.90070| 40 1,5 M8 70
PLGMR.91030| 40 1,5 | M10 | 30
PLGMR.91070| 40 1,5 | M10 | 70
PLGMR.91230| 40 1.5 M12 | 30
PLGMR.91270| 40 1,5 M12 | 70

Disli Saplamalar / Thread Stud

Malzeme ve Tipi / Materials and Type:
Celik / Steel

Malzeme Ozellik Siniflari / Material Class:
4,6

Standart Kaplama / Coating:
Elektro galvaniz ISO 2081 / Zinc Plated

Teknik Bilgi / Technical Data

Kod / Code

Saplama Olgiisii

Stud Size Ambalaj Adedi |Ambalaj Agirhgi| Dizayn Yiku
DxL Package Quantity | Package Weight | Design Load
o kg kN
CR.100035 M.10 x 35 1600 37,28 12,87
CR.100055 M.10 x 55 800 24,48 12,87
CR.100100 M.10 x100 400 22,24 12,87
CR.120080 M.12 x 80 300 19,20 18,55
CR.120100 M.12 x 100 300 24,00 18,55
CR.120140 M.12 x 140 300 33,60 18,55
CR.160100 M.16 x 100 50 7,25 33,34
CR.160140 M.16 x 140 50 10,10 33,34
CR.160200 M.16 x 200 50 14,50 33,34
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retan izolasyon Takozu / Polyurethane Insulation Support PAT A

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:

Isitma ve sogutma hatlarda kullanilan borulari ses Politretan / Polyurethane Kauguk koruyucu bant / AL- folyo koruyucu bant
ve IslI izolatori olarak desteklemesi igin dizayn Rubber protection tape / AL-Foil protective tape
edilmigtir.

Designed for supporting heating and cooling as a
sound and thermal insulation

Poliiiretan izolasyon Takozu / Polyurethane Insulation Support

Yogunluk / Min. Density 80kg/m? * 100kg/m? 145kg/m?
Sicaklik Danayimi / Temperature Range -45°C / +105°C

Isil lletkenlik / Thermalconductivity 0,038 W/mK | 0,042 W/ mK | 0,048 W/ mK
Sikma Dayanimi / Compressive Strenght 600 kPa 1000 kpa 1500 kPa
Yangin Sinifi / Fire Properties DIN 4102 Class B2

Su buhari Diflizyon Dayanim Katsayisi

Water Vapour Diffusion Resistance Coefficient p>7.000** / u> 18.750***

*Standar uretim. Talebe gore farkl yogunluklarda uretilebilir.

Standart production. If demanded, it can be produced at different densities.
**Kauguk koruyucu bant igin / For rubber protective tape.

***Al-folyo koruyucu bant i¢in / For al-foil protective tape.

3/8"-8" Kauguk /10" ve Ustli AL -Folyo Koruyucu Bant
Rubber Protection Cover ,AL- Foil Protective tape

Montaj Banti
Installation Tape

Teknik Bilgi / Technical Data

Boru Olgiisii t:13 mm :20 mm :30 mm t:40 mm :50 mm
Pipe Size
Kod / Code (Inch) (mm) | Kod/Code | L(mm)| Kod/Code |L(mm)| Kod/Code |L(mm) | Kod/Code |L(mm) Kod / Code  L(mm)
PATA 3/8 15 | 01005013 | 50 01005020 | 50 01005030 50 01005040 50 - -
PATA 1/2 22 | 01505013 | 50 01505020 | 50 01505030 50 01505040 50 - -
PATA 3/4 27 | 02005013 [ 50 02005020 | 50 02005030 50 02005040 50 - -
PATA 1 34 | 02505013 | 50 02505020 | 50 02505030 50 02505040 50 - -
PATA 11/4 43 | 03205013 | 50 03205020 | 50 03205030 50 03205040 50 - -
PATA 11/2 49 | 04005013 | 50 04005020 | 50 04005030 50 04005040 50 - -
PATA 2 61 | 05005013 [ 50 05005020 | 50 05005030 50 05005040 50 - -
PATA 21/2 77 | 06505013 | 50 06505020 | 50 06505030 50 06505040 50 - -
PATA 3 90 - - 08005020 | 50 08005030 50 08005040 50 - -
PATA 4 115 - - 10010020 | 100 10010030 100 10010040 100 10010050 100
PATA 5 145 - - - - 12510030 100 12510040 100 12510050 100
PATA 6 170 - - - - 15010030 100 15010040 100 15010050 100
PATA 8 222 - - - - 20010030 100 20010040 100 20010050 100
PATA 10 275 - - - - - - - - 25010050 100
PATA 12 326 - - - - - - - - 30010050 100
PATA 14 370 - - - - - - - - 35010050 100
PATA 16 410 - - - - - - - - 40010050 100
PATA 18 450 - - - - - - - - 45010050 100

-
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Kalsiyum Slikat izolasyon Takozu / Calcium Silicate Insulation Support PAT C

Hizmet / Service

Sicak hatlarda kullanilan borularin ses ve isi
izolatori olarak desteklenmesi igin dizayn
edilmigtir.

Designed for supporting hot pipes as a sound and
thermal insulation.

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Kalsiyum Slikat / Calcium Silicate Yogusma engelleyici AL-Folyo bant kaplama
AL- Foil tape vapour barrier.

Kalsiyum Slikat izolasyon Takozu / Calcium Silicate Insulation Support

Yogunluk / Min. Density 220 kg/m? *

Sicaklik Dayanimi / Temperature Range +150°C / +650°C

Isil iletkenlik / Thermal Conductivity 38°C - 0,058 W/mK
90°C - 0,059 W/mK

149°C - 0,065 W/mK
204°C - 0,072 W/mK
260°C - 0,079 W/mK
316°C - 0,086 W/mK
371°C - 0,094 W/mK

Sikma Dayanimi / Compressive Strenght 1800 kPa
Yangin Sinifi / Fire Properties BS476 Part7  Class1
Su Buhari Difizyon Dayanim Katsayisi

Water Vapour Diffusion Resistance Coefficient p> 18.750

Yogusma engelleyici AL-Folyo bant kaplama
AL- Foil tape vapour barrier

Teknik Bilgi / Technical Data

Boru Olgiisii t:25 mm t:50 mm
Kod / Code “nChI;’ip [ Si?;m) Kod / Code | L(mm) | Kod /Code |L(mm)
PATC 1/2 22 015025060 | 50 015050060 | 50
PATC 3/4 27 020025060 | 50 020050060 | 50
PATC 1 34 025025060 | 50 025050060 | 50
PATC 11/4 43 032025060 | 50 032050060 | 50
PATC 11/2 49 040025060 | 50 040050060 | 50
PATC 2 61 050025060 | 50 050050060 | 50
PATC 21/2 77 065025060 | 50 065050060 | 50
PATC S) 90 080025060 | 50 080050060 | 50
PATC 4 115 100025060 | 100 | 100050060 | 100
PATC 5 145 125025060 | 100 | 125050060 | 100
PATC 6 170 | 150025060 | 100 | 150050060 | 100
PATC 8 299 200025060 | 100 | 200050060 | 100
PATC 10 275 250025060 | 100 | 250050060 | 100
PATC 12 326 300025060 | 100 | 300050060 | 100
PATC 14 370 350025060 | 100 | 350050060 | 100
PATC 16 410 400025060 | 100 | 400050060 | 100
PATC 18 450 450025060 | 100 | 450050060 | 100

BELINK



Somunlu Baglanti Plakasi / Split Clamp Fitting PM-SKP

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Yatay ve dikey borularin askilanmasinda ve Celik S235 JR / Steel S235 JR Elektro galvaniz ISO 2081
montajinda kullaniimak Gzere dizayn edilmistir. Zinc Plated

Designed for connection of clamps to Promega

profile.

PMSKP.080/081/100/101

Teknik Bilgi / Technical Data

A B t Somun mxn Uyumlu Profil
Kod/Code | (mm) | (mm) | (mm) Nut (mm) Suitable For
PMSKP.080 90 50 M8/M10 11X32 PMP-80.3
PMSKP.081 90 50 M12 11X32 PMP-80.3

M8/M10 11X32 | PMP-100.3, PMP-120.4, PMP-150.4
M12 11X32 | PMP-100.3, PMP-120.4, PMP-150.4

PMSKP.100 | 115 50
PMSKP.101 115 50

(>N e >NN N - I N

Uygulama / Installation

Montaj Detayi / Installation Detail:
PM-SKP somunlu baglanti plakasinin profile
montaji yapilirken EPKC tipi civata

% ROT / ROD kullanilir.
EPKC type bolt is used to fix PM-SKP
l “/ split clamp fitting.
- I %

LI N K we link the world www.linkyapi.com.tr Link Yapi San. ve Tic. AS m



Agir Yiik Kelepge Plakasi / Heavy Duty Clamp Plate PM-AKP

Hizmet / Service Malzeme ve Tipi / Materials and Type:  Standart Kaplama / Coating:
Agir yik kelepgelerinin betona veya Promega Celik S235 JR / Steel S235 JR Elektro galvaniz ISO 2081 / Zinc Plated
profile baglantisinda kullaniimak lizere dizayn

edilmistir. Bukilme direnci sayesinde bina yapisi-

na uzak mesafelerde yapilan askilamalarda da

kullanilir.

Designed for connection of heavy duty clamps to

Promega profile or concrete. It is also used for

hanging at greater distances from the building

structure due to its bending resistance.

PMAKP.080/081/100/101

Teknik Bilgi / Technical Data

A B t Manson | mxn Uyumlu Profil
Kod / Code | (mm) | (mm) | (mm) | Sleeve (mm) Suitable For
PMAKP.080| 90 50 4 1/2" 11x32 PMP-080.3
PMAKP.081 | 90 50 4 3/4" 11x32 PMP-080.3
PMAKP.100| 115 | 50 6 1/2" 11x32 | PMP-100.3,PMP-120.4, PMP-150.4
PMAKP.101| 115 50 6 3/4" 11x32 |PMP-100.3, PMP-120.4, PMP-150.4
Uygulama / Installation
Montaj Detay / Installation Detail:
w PM-AKP agir yiik kelepge plakasinin profile
montaji yapilirken EPKC tipi civata
% ROT / ROD kullantlir.

I Q EPKC type bolt is used to fix PM-AKP
/ Heavy duty clamp fitting.

b * l

¥
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Mansonlu Tip Kelepgesi / Pipe Clamp With Coupling (Double Bolt) MDN

Hizmet / Service
Yatay ve dikey borularin askilanmasinda ve monta-

Malzeme ve Tipi / Materials and Type:
Gelik S235 JR / Steel S235 JR

Standart Kaplama / Coating:
Elektro galvaniz ISO 2081 / Zinc Plated

jinda kullanilmak Uzere dizayn edilmigtir. Bukilme
direnci sayesinde bina yapisina uzak mesafelerde
yapilan askilamalarda kullanilr.

Designed for suspending and fixing of vertical and
horizontal pipes. It is also used for hanging at
greater distances from the building structure due to
its bending resistance.

Teknik Bilgi / Technical Data

B lciisi
°,§,'-,’,fsiﬂs“ o8 | B1 | gd

Kod/Code | (inch.) (DN) | (mm) | (mm) |(inch.)
MDN.301311 | 1/2 | 15 | 2026 | 82 | 1/2
MDN.301411 | 3/4 | 20 | 26-32 | 104 | 1/2
MDN.301511 | 1 25 | 3239 | 99 | 112
MDN.301611 | 14| 32 | 4148 | 115 | 3/4
MDN.301711 | 12| 40 | 46-55 | 135 | 3/4
MDN.301811 | 2 50 | 56-66 | 148 | 1
MDN.301911 | 22| 65 | 72-84 | 155 | 1

Agir Yiik Kelepge Plaka Uzatmasi

LINK tarafindan saglanmamaktadir. MDN.302011 3 80 85-94 | 185 1

Heavy Duty Clamp Plate Extension MDN.302111 4 100 | 110-118 | 214 11/4

is not supplied by LINK. 14
MDN.302211 | 5 | 125 |137-148 | 230 | 1
MDN.302311 | 6 | 150 |158-172 | 262 | 1"
MDN.302411 | 8 | 200 |208-230| 335 | 12
MDN.302511 | 10 | 250 |265-280 | 405 | 1"

Tek Civatali Mansonlu Kelepge / Pipe Clamp With Coupling (Single Bolf)

Hizmet / Service

Yatay, dikey ve buyuk capli borularin askilanmasin-
da ve montajinda kullaniimak lzere dizayn edilmis-
tir. Bukulme direnci sayesinde bina yapisina uzak
mesafelerde yapilan askilamalarda kullanihr.
Designed for suspending and fixing of vertical and
expanded pipes. It is also used for hanging at
greater distances from the building structure due to
its bending resistance.

Malzeme ve Tipi / Materials and Type:
Celik S235 JR / Steel S235 JR

Teknik Bilgi / Technical Data

Standart Kaplama / Coating
Elektro galvaniz ISO 2081 / Zinc Plated

Boru Olgiisii Gelik Olgiisii
Pipe Size oB Steel Size @d | Civata Olgiisii
Kod / Code (inch.) (mm) A t | B1 | (inch) Bolt Size
MTK.3013 1/2 20-26 30 | 5 | 85 | 12 M10*35
MTK.3014 3/4 26-32 30 | 5 | 92 | 12 M10*35
MTK.3015 1 32-39 30 | 5 | 100 | 1/2 M10*35
MTK.3016 i 41-48 30 | 5 | 112 | 12 M10*35
MTK.3017 = 46-55 30 | 5 | 117 | 12 M10*35
) o MTK.3018 2 56-66 40 | 5 | 139 | 34 M12*40
Icten disli MTK.3019 A 72-84 40 | 5 | 156 | 3/4 M12*40
Inner threaded : -
MTK.3020 3 85-94 4 | 5 | 168 | 3/4 M12*40
MTK.3021 4 110-118 | 50 | 5 | 194 | 3/4 M12*40
MTK.3022 5 137-148 | 50 | 5 | 220 | 3/4 M12*40
MTK.3023 6 158-172 | 50 | 6 | 250 | 3/4 M12*40
MTK.3024 8 208-230 | 50 | 6 | 330 | 3/4 M12*50
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Agir Yiik Aski Kelepgesi / Heavy Duty Pipe Clamp SDNA

Standart Kaplama / Coating:
Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Hizmet / Service

Yatay ve dikey borularin askilanmasinda ve
montajinda kullaniimak Gzere dizayn edilmigtir. “U”
parga profile civata yardimiyla baglanir ve yiksek-
lik ayarlanmasini saglar.

Designed for suspending and fixing of vertical and
horizontal pipes. “U” part is connected to the
profile with the help of the bolt and allows the
height adjustment.

Malzeme ve Tipi Materials and Type:
Celik S235 JR / Steel S235 JR

_ DIN 4109 gore

o acc.to o Normal flamability” acc.to DIN 4102,
g protect® Yaterial C1as®

B2

welzeme S/n,,/
“Normal Tutusma”DIN 4102 gére

izolasyon Lastikleri Teknik Ozellikleri
Isolation Rubber Technical Specification
Malzeme / Material : EPDM
Sicakhik Dayanimi / Temperature Resistance :
-30‘Cto+ 110 °C

ELINK

Teknik Bilgi / Technical Data

Boru Olgiisii Dizayn Yiikii
Pipe Size 2B B1 h h1 ad Design Load
Kod / Code (Inch) (DN) (mm) (mm) | (mm)| (mm) | (mm) (kN)
SDNA.2079.DG 1/2 15 20-26 91 | 37 | 19 13 3,21
SDNA.2080.DG 3/4 20 25-32 92 | 37 | 19 13 3,21
SDNA.2081.DG 1 25 32-39 92 | 42 | 22 13 3,21
SDNA.2082.DG {14 32 40-47 109 | 50 | 23 13 3,21
SDNA.2083.DG {2 40 48-54 107 | 55 | 25 13 3,21
SDNA.2084.DG 2 50 57-64 18 | 62| 26 | 43 3,21
SDNA.2085.DG ol2 65 72-80 137 72 | 27 13 3,21
SDNA.2086.DG 3 80 88-92 156 | 78 | 28 | 43 3,21
SDNA 2087 DG 4 100 112-118 | 178 | 92 | 28 13 3,21
SDNA.2088.DG 5 125 137-147 | 222 | 108 | 30 18 4,52
SDNA.2089.DG 6 150 164-168 | 257 | 120 | 30 18 4,52
SDNA.2090.DG 8 200 215-230 | 316 | 154 | 36 18 6,63
SDNA.2091.DG 10 250 265-280 | 366 | 180 | 31 18 6,63
SDNA.2092.DG 12 300 310-325 | 465 | 217 | 46 18 12,15
SDNA.2093.DG 14 350 350-365 | 502 | 228 | 40 22 14,37
SDNA.2094.DG 16 400 400-415 | 556 | 249 | 46 22 14,37
SDNA.2095.DG 18 450 445460 | 615 | 289 | 40 27 27,18
SDNA.2096.DG 20 500 500-515 | 684 | 315 | 46 | 27 27,18
SDNA2097.DG 24 600 600-615 | 703 | 363 | 40 27 27,18




Kayar Yatak / Sliding Frame LKYM

Hizmet / Service Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Borularin isil genlesmeden dolayi olusan Celik S235 JR / Steel S235 JR Sicak daldirma galvaniz EN 1461
hareketine izin vererek desteklemek igin Hot-dip galvanized

tasarlanmis proMEGA uyumlu kayar yataklardir. -

EPKC tipi kendinden dis agma &zelligine sahip Sirtiinme Katsayisi (4)
civatalar ile kullanima uygundur. Static Frictional Coefficient (11): 0,30

Designed to carry load and direct the movement
of the pipes due to thermal expansion. It is used
with EPKC self threading bolt for easy installation.

LKYM.3468

LKYM.3469

LKYM.3470

S,
<

== P e
Teknik Bilgi / Technical Data
alisma Arahgi
A h C ad Uyumlu Profil & Trgvel Rangeg
Kod / Code (mm) (mm) (mm) (mm) Suitable For (mm)
PMP-080.3,PMP-100.3, PMP-120.4, PMP-150.4
LKYM.3468 100 16 55 28,5-310,5 G PROFIL SERISI 0-55
PMP-080.3,PMP-100.3, PMP-120.4, PMP-150.4
LKYM.3469 150 16 55 38,5-@10,5 G PROFIL SERISI 0-105
PMP-080.3,PMP-100.3, PMP-120.4, PMP-150.4
LKYM.3469.1 170 16 55 28,5-310,5 G PROFIL SERISI 0-125
PMP-080.3,PMP-100.3, PMP-120.4, PMP-150.4 K
LKYM.3470 170 26 100 213 G PROFIL SERISI 0-70
PMP-080.3,PMP-100.4, PMP-120.4, PMP-150.4
: : : 0-140
LKYM.3471 240 26 100 213 G PROFIL SERISI
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Polyamid Kayar Yatak / Polyamide Sliding Frame

Hizmet / Service

Borularin 1sil genlesmeden dolayi olusan hareketi-
ne izin vererek desteklemek icin tasarlanmis
Promega uyumlu kayar yataklardir. EPKC tipi
kendinden dis agcma 06zelligine sahip civatalar ile
kullanima uygundur.

Designed to carry load and direct the movement of
the pipes due to thermal expansion. It is used with
EPKC self thrading bolt for easy installation.

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:

Celik S235 JR / Steel S235 JR

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Sirtiinme Katsayisi ()
Static Frictional Coefficient (u): 0,20

PMKY.080-100

Teknik Bilgi / Technical Data

PMKY.081-101

PMKY.082-102

Uyumlu Profil Calisma Araligi
A B c ad Suitable For Travel Range

Kod / Code (mm) | (mm) | (mm) (mm) (mm)

PMKY.080 150 22 80 |@8,5X10,5 PMP-080.3 0-54
PMKY.081 170 38 80 13 PMP-080.3 0-48
PMKY.082 240 38 80 213 PMP-080.3 0-118
PMKY.100 150 22 100 |@8,5X10,5| PMP-100.3, PMP-120.4, PMP-150.4 0-54
PMKY.101 170 38 100 13 PMP-100.3, PMP-120.4, PMP-150.4 0-48
PMKY.102 240 38 100 13 PMP-100.3, PMP-120.4, PMP-150.4 0-118

Uygulama / Installation
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Montaj Detay: / Installation Detail:
PMKY ve LKYM kayar yataklarin baglanti ayaklari ile
Promega profile montaji yapilirken EPKC tipi kendinden

dis agma 6zelligine sahip civata kullanilir.
EPKC type bolt is used to fix PM-KY and LKYM
sliding frame fitting.




Kayar Yatak / Sliding Frame
Hizmet / Service

dolayi olusan hareketine izin vererek desteklemek
icin tasarlanmistir. Sistem bir yapi profiline kaynak
yapmadan uygulanabilir.

Designed to carry load and direct the movement of
the pipes to thermal expansion. It can be applied to
framing channels without welding.

YM4

Malzeme ve Tipi / Materials and Type: Standart Kaplama / Coating:
Borularin iki sabit nokta arasindaki 1sil genlesmeden  Celik S235 JR / Steel S235 JR

Sicak daldirma galvaniz EN 1461
Hot-dip galvanized

Sirtiinme Katsayisi ()
Static Frictional Coefficient (u1): 0,30

KYM4.3474

Teknik Bilgi / Technical Data

Boru Olgiisii

KYM4.3475

Calisma Araligi Uyumlu Profil
Pipe Size c h ad L Travel Range Suitable For
Kod / Code (inch.) (mm) (mm) | (mm) | (mm) | (mm) (mm)
PMP-080.3,PMP-100.3, PMP-120.4, PMP-150.4
KYM4.3474.DG | 10-14 | 250-350 | 139 | 45 @13 | 270 0-120 G PROFIL SERISI
PMP-080.3,PMP-100.3, PMP-120.4, PMP-150.4
KYM4.3475.0G | 16-18 | 400-450 | 212 | 60 @14 | 320 0-120 G PROFIL SERISI

Uygulama / Installation
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Agir Yuk Endustriyel Tip Kayar Yatak / Heavy Duty Industrial Type Sliding Frame

Hizmet / Service

Borularin 1sil genlesmeden dolayi olusan hareketine
izin vererek desteklemek icin tasarlanmig Promega
uyumlu kayar yataklardir. EPKC tipi kendinden dis
acma ozelligine sahip civatalar ile kullanima uygun-
dur.

Designed to carry load and direct the movement of
the pipes due to thermal expansion. It is used with
EPKC self threading bolt for easy installation.

Malzeme ve Tipi / Materials and Type:

Celik S235 JR / Steel S235 JR

EKY1

Sicak Daldirma Galvaniz
Hot-dip galvanized

Teknik Bilgi / Technical Data

Kod / Code A B mxn t w
PMATK.081 80 40 11x32 6 40
PMATK.101 100 40 11x32 6 60

Teflon Olgiileri / Teflon Dimensions

%, " Teflon Plakasi
Teflon Plate_

Teflon Dahildir /Teflon Included

Uygulama / Installation

Teknik Bilgi / Technical Data

Boru Olgiisii .
Pipe Size w h L t Kelepge Celik Olgiisii
Kod/Code | (inch.)| (DN) | (mm) | (mm) | (mm) Clamp Steel Size
EKY1.3126 1/2 15 120 | 191 200 4 25x3
EKY1.3127 3/4 20 120 | 194 | 200 4 25x3
EKY1.3128 1 25 120 | 197 | 200 4 25x3
EKY1.3129 14 | 32 | 120 | 201 | 200 | 4 25x3
EKY1.3130_ | 2 | 40 | 120 | 204 | 200 | 4 25x3

Montaj Detayi / Installation Detail:
EKY1 Endustriyel tip kayar yataklarin
Promega profile montaji yapilirken EPKC tipi

kendinden dis agma 6zelligine sahip civata kullanihr.

EPKC type bolt is used to fix EKY1 Industrial sliding
frame.
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Standart Kaplama / Coating:



riyel Tip Kayar Yatak / Heavy Duty Industrial Type Sliding Frame

Hizmet / Service

Borularin 1sil genlesmeden dolayi olusan hareketine
izin vererek desteklemek icin tasarlanmis Promega
uyumlu kayar yataklardir. EPKC tipi kendinden dis
acma ozelligine sahip civatalar ile kullanima uygun-
dur.

Designed to carry load and direct the movement of
the pipes due to thermal expansion. It is used with
EPKC self threading bolt for easy installation.

Malzeme ve Tipi / Materials and Type:  Standart Kaplama / Coating:
Gelik S235 JR / Steel $235 JR

Sicak Daldirma Galvaniz
Hot-dip galvanized

Teknik Bilgi / Technical Data

Kod / Code A B mxn t w
PMATK.081 80 40 11x32 6 40
PMATK.101 100 40 11x32 6 60

Teflon Olgiileri / Teflon Dimensions
Fes =5

= Teflon Plakasi
Teflon Plate

200| 30 | & |2adet/pcs
Teflon Dahildir /Teflon Included

Uygulama / Installation

Teknik Bilgi / Technical Data

Boru Olgiisii Kelepge Gelik Olgiisii
Kod / Code (infrff’)e SfBeN) (rl"n’q) (mhm) (ml?n) ‘ Clamp Steel Size
EKY2.3131 2 50 | 120 | 210 | 200 | 5 25x6
EKY2.3132 22 | 65 | 120 | 218 | 200 | 5 25x6
EKY2.3133 3 80 | 120 | 225 | 200 | 5 25%6

Montaj Detayi / Installation Detail:
EKY2 Endustriyel tip kayar yataklarin
Promega profile montaji yapilirken EPKC tipi kendinden

dis agma 0Ozelligine sahip civata kullanilir.
EPKC type bolt is used to fix EKY2 Industrial
sliding frame.
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Agir Yuk Endustriyel Tip Kayar Yatak / Heavy Duty Industrial Type Sliding Frame

Hizmet / Service Malzeme ve Tipi / Materials and Type:

Borularin i1sil genlesmeden dolayi olusan hareketine Celik S235 JR / Steel S235 JR
izin vererek desteklemek icin tasarlanmis Promega

uyumlu kayar yataklardir. EPKC tipi kendinden dis

agma o6zelligine sahip civatalar ile kullanima uygun-

dur.

Designed to carry load and direct the movement of

the pipes due to thermal expansion. It is used with

EPKC self threading bolt for easy connection.

Standart Kaplama / Coating:

Sicak Daldirma Galvaniz

Hot-

dip galvanized

PMATK 080/100 o

o
T
‘:"-H.\_\_ o
-

oy

Teknik Bilgi / Technical Data

Kod / Code A B mxn t w
PMATK.080 80 40 11x32 40
PMATK.100 100 40 11x32 60

Standard 185

4

Teflon Olgiileri / Teflon Dimensions

Teknik Bilgi / Technical Data

Teflon Plakasi Boru Olgusu

Teflon Plate_w

30x200x3
40x250x4 EKYA.3139 12 300 | 140 | 342

.50x300x5 | EKYA.3140 14 | 350 | 140 | 358

Teflon Dahildir /Teflon Included

Pipe Size w h L t | Kelepge Gelik Olgiisii
Kod/Code |(inch.) (DN) | (mm) | (mm) | (mm) Clamp Steel Size
EKYA.3134 4 100 | 120 | 237 | 200 | 8 35x6
EKYA.3135 5 125 | 120 | 250 | 200 8 35x6
EKYA.3136 6 150 120 | 264 | 200 8 40x10
EKYA.3137 8 200 | 120 | 290 | 200 8 40x10
EKYA.3138 10 250 | 140 | 317 | 250 8 50x12
250 8 50x12
250 8 60x12
EKYA.3141 16 400 | 200 | 383 | 300 | 10 60x12
EKYA.3142 18 450 | 200 | 409 | 300 | 10 60x15
300 [ 10 60x15

Uygulama / Installation EKYA.3143 | 20 | 500 | 200 | 434
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Montaj Detay / Installation Detail:
EKYA Endustriyel tip kayar yataklarin
Promega profile montaji yapilirken EPKC tipi kendinden

dis agma 6zelligine sahip civata kullanilr.
EPKC type bolt is used to fix EKYA Industrial
sliding frame.




Sabit Nokta Kelepgesi / Fixed Point Clamp PM-EFPA

Standart Kaplama / Coating:
Sicak Daldirma Galvaniz

Hizmet / Service
Boru hatlarinda, uzamalarda istenmeyen malzeme

Malzeme ve Tipi / Materials and Type:

Celik S235 JR / Steel S235 JR

geriimesini ve ko¢ darbesinden kaynaklanan Hot-dip galvanized
beklenmedik yer degistirmeleri dnlemek igin dizayn
edilmistir.
Designed for protect piping at “changes-in-direction”
from excessive bending stress and undesirable
movement caused by water hammer.
PMEEPA Teknik Bilgi / Technical Data
Boru Olgiisii
Kod / Code (incl;':ﬁ))e S(I.ZD?\]) - ¢ w m
PMEFPA.015 | 1/2 15 160 | 110 | 50 91
PMEFPA.020 | 3/4 20 160 | 110 | 50 93
PMEFPA.025 | 1 25 160 | 110 | 50 97
PMEFPA.032 | 11/4 | 32 160 | 110 | 50 | 101
PMEFPA.040 | 11/2 | 40 160 | 110 | 60 | 114
PMEFPA.050 | 2 50 | 210 | 110 | 60 | 120
PMEFPA.065 | 21/2 | 65 | 210 | 110 | 60 | 128
PMEFPA.080 | 3 80 [ 210 | 110 | 60 | 135
PMEFPA.100 | 4 100 | 210 | 150 | 100 | 167
PMEFPA.125 | 5 125 | 210 | 130 | 100 | 180
PMEFPA.150 | 6 150 | 210 | 130 | 100 | 195
PMEFPA.200 | 8 200 | 270 | 170 | 150 | 220
Teknik Bilgi / Technical Data
Kod / Code A - - M U!slggt:/: Fﬁf"
PMKBT.080 96 140 60 M.12 PMP-080.3
PMKBT.100 116 160 60 M.16 PMP-100.3
PMKBT.120 116 180 60 M.16 PMP-120.4
PMKBT.150 120 210 60 M.16 PMP-150.4

Uygulama / Installation
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Pimli Diibel / Drop in Anchor LC

Urtin Ozellikleri - Avantajlari / Features and Benefits

m Catlakli ve gatlaksiz betonlarda ylksek performans ETA tarafindan onaylanmistir.
High performance in cracked and non-cracked concrete confirmed by ETA.

= riin yangina dayaniklilik gerektiren uygulamalar igin dnerilir.
Product recommended for applications requ iring fire resistance.

HRot veya civata ile birlikte kullanilabilir.
Internally threaded to be used with threaded rod bolt.

E Cekic ile kolay montaj. /Easy to install by hammer action.

5 Oluklu mangon ve i¢ kama bilesenleri montaiji kolaylastirir. / Slotted sleeve and internal
drop in component together facilitate easy setting and expansion.

Tinst

)
]

S

Uygulama Adimlan / Installation Guide

[l Belirtilen gap ve derinlikte delik deliniz. / Drill a hole of required diameter and depth.

[F3l Delme deligindeki tozu ve kalintilari temizleyiniz (Hava pompasi veya esdeger yontem kullanarak) / Clear the hole of drilling dust and debris (Using
blowpump or equivalent method).

[EJ Pimli dubeli deligin igine yerlestirin. / Insert wedge anchor, slotted end first.

A istenen derinlige gelene kadar montaj elemanlarini kullanarak diibeli sabitleyiniz. / Use the setting tool to drive the internal wedge into the anchor.

Bl Onerilen montaj tork degerine gére sikistiriniz. / Insert bolt or stud through fixture and tighten to the recommended torque.

Uriin Bilgisi / Product Information

Diibel / Anchor Fikstiir / Fixture
) Uriin Kodu | Gap/Dia | Dig Cap Dis Boyu Uzunluk Delik Gapi
Olgii / Size Product Code Outer Dia Thread Diameter Lenght Hole Dia.
d (mm) dnom (mm) Ig (mm) L (mm) dg(mm)
M8 LC-08-30 8 10 13 30 9
M10 LC-10-40 10 12 15 40 12
M12 LC-12-50 12 15 20 50 14
M16 LC-16-65 16 20 25 65 18
Kurulum Bilgileri / Installation Data
Olgii / Size M3 M10 M12 M16
Dis capi / Thread diameter d (mm) 8 10 12 16
Yapidaki delik gapi / Hole diameter in substrate do (mm) 10 12 15 20
Kurulum tork / Installation torque Tinst (Nm) 12 22 38 98
Min. Yapi delik derinligi / Min. Hole depth in substrate ho (mm) 15 42 53 70
Kurulum derinligi / Installation depth Rnom (mm) 20 40 50 65
Min. Yapi kalinligi / Min. Substrate thickness hmin (mm) 20 80 100 130
Min. Aralik / Min. Spacing Smin (mm) 105 | 220 | 220 220
Min. Kenar mesafesi / Min. Edge distance Ghin (mm) 105 220 220 220

I 4 @ @@ @@
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Klipsli Sismik Dubel / Throughtbolt

Uriin Ozellikleri - Avantajlari / Features and Benefits

C2
C E b c%"‘ "*“ m Catlakli ve catlaksiz betonlarda yiiksek performans ETA Option 1 tarafindan
n seismic||seismic onaylanmistir. High performance in cracked and non-cracked concrete confirmed

by ETA Option 1.

i -'"""k‘?l"\rt-ﬁv. . it TR A o . :
7 b 1 =T ® Sismik ylkleme altinda C1, C2 performans kategorileri igin kullanilabilirligi
—sahhh bbb i R
\Q,J JF” e onaylanmistir. Approved for use under seismic loading performance categories
- C1, C2.

= Uriin yangina dayaniklilik gerektiren uygulamalar igin énerilir.
Product recommended for applications requiring fire resistance.

= Rod veya civata ile birlikte kullanilabilir.
Internally threaded to be used with threaded stud or bolt.

= Cekic ile kolay montaj. / Easy to install by hammer action.

® Oluklu manson ve i¢ kama bilesenleri montaji kolaylastirir. / Slotted sleeve and
internal wedge component together facilitate easy setting and expansion.

Uygulama Adimlan / Installation Guide

[El Gerekli cap ve derinlikte delik aginiz. / Drill a hole of required diameter and depth.

[Pl Delikteki tozu ve ati§i temizleyiniz (hava pompasi veya benzer yéntem kullanarak) Clear / the hole of drilling dust and debris (using blowpump or
equivalent method)

[E) Dlbeli delige dogru, sabitleme derinligine ulasilincaya kadar bir gekic ile hafifge vurunuz. / Lightly tap the throughbolt through the fixture into hole with
a hammer, until fixing depth is reached.

A Onerilen tork degerine kadar sikiniz. / Tighten to the recommended torque.

Oriin Bilgisi / Product Information

Diibel / Anchor Fikstiir / Fixture
Uriin Kodu | Gap/ Dia Uzunluk Max. Kalinlik Delik Gapi

Olgii / Size | Product Code Lenght Max. Thickness for ‘fix Hole Dia.

d (mm) L (mm) hnom,r(mm) hnom,s(mm) dg(mm)
M8 LTS-08080/15 8 80 30 15 9
LTS-10080/20 10 80 20 - 1
M10 LTS-10115/35 10 115 55 35 11
M12 LTS-12120/25 12 120 45 25 13
M16 LTS-16140/20 16 140 40 20 18

Kurulum Bilgileri / Installation Data

Standart / Standard indirgenmis / Reduced

M8 M10 M12 M16 M8 M10 M12 M16
Dis capi / Thread diameter d (mm) 8 10 12 16 8 10 12 16
Yapidaki delik gapi / Hole diameter in substrate do | (mm) | 8 10 12 16 8 10 12 i
Kurulum tork / Installation torque Tinst (Nm) 10 20 40 100 10 20 40 100
ANKRAJ DERINLIGI / EMBEDMENT DEPTH (mm)
Min. Yap! delik derinligi / Min. Hole depth in substrate hosr | (mm) | 65 79 90 110 | 50 59 70 90
Kurulum derinligi / Installation depth Nnom,s+| (mm) | 55 69 80 100 40 49 60 80
Min. Yapi kalinligi / Min. Substrate thickness Pmins-r | (mm) | 100 120 140 170 100 100 100 130
Min. Aralik (catlaksiz) / Min. Spacing (Non-cracked concrete) Smin,sr | (mm) 50 70 90 160 55 75 150 190
Min. Aralik (catlakl) / Min. Spacing (Cracked concrete) Smins-r | (mm) 50 70 90 160 55 75 150 190
Min. Kenar mesafesi (gatlaksiz) / Min. Edge distance (Non-cracked) | Cmins-r | (mm) 40 50 65 100 45 60 100 125
Min. Kenar mesafesi (catlakl) / Min. Edge distance (Cracked concrete)| Cmin,s-r | (mm) 40 45 65 90 40 50 80 110




Klipsli Duibel / Throughtbolt

F@ . ,.ﬂmumfl
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Uygulama Adimlari / Installation Guide

LT

Uriin Ozellikleri - Avantajlari / Features and Benefits

b O oo 3
s &
id g d i -

m Catlaksiz betondaki ylksek performansi ETA Option 7 tarafindan onaylanmistir.
High performance in non-cracked concrete confirmed by ETA Option 7.

= Maliyet etkinligi ile yiksek kalite. / High quality with cost effectiveness.

m Ankraj derinligi isaretlemeleri, dubelin kusursuz bir sekilde kurulum saglamasina
yardimci olur. / Embedment depth markings help to ensure precise installation of the
anchor

m Tasarim, dogrudan fikstlr boyunda delinmesine ve kurulmasina izin vererek kurulum
gucunu azaltmaya yardimci olur. / Design allows drilling and installing directly through
the fixture and helps to reduce installation effort.

i m Soguk sekillendiriimis gdvde, boyutsal dogruluk saglar.

Cold formed body ensures consistent dimensional accuracy.

m Kolay kurulum / Simple through-installation.

Gerekli gap ve derinlikte delik aginiz. / Drill a hole of required diameter and depth.
B3 Delikteki tozu ve atigi temizleyiniz (hava pompasi veya benzer yéntem kullanarak) / Clear hole of drilling dust and debris (using blowpump or equivalent

method)

Dubeli delige dogru, sabitleme derinligine ulasilincaya kadar bir gekic ile hafifce vurunuz. / Lightly tap the throughbolt through the fixture into hole with
a hammer, until fixing depth is reached.
I3 Onerilen tork degerine kadar sikiniz. / Tighten to the recommended torque.

Uriin Bilgisi / Product Information

Diibel / Anchor Fikstiir / Fixture
Uriin Kodu | Gap/ Dia Uzunluk Max. Kalinlik Delik Gapi
Olgii / Size Product Code Lenght Max. Thickness for ‘fix Hole Dia.
d (mm) L (mm) hnom,r(mm) hnom,s(mm) d¢(mm)
M8 LT-08080/15 8 80 30 30 9
M10 LT-10115/45 10 115 55 55 11
M12 LT-12120/25 12 120 45 45 13

Kurulum Bilgileri / Installation Data

Standart / Standard |ndirgenmi§ | Reduced

M8 M10 M12 M8 M10 M12

Dis cap! / Thread diameter d (mm) 8 10 12 8 10 12
Yapidaki delik gapi / Hole diameter in substrate do (mm) 8 10 12 8 10 12
Kurulum tork / Installation torque Tinst (Nm) 15 30 50 15 30 50

ANKRAJ DERINLIGI / EMBEDMENT DEPTH

Min. Yapi delik derinligi / Min. Hole depth in substrate

hosr | (mm) | 55 59 80 40 49 60

Kurulum derinligi / Installation depth

Nnom,s-r | (MM 55 59 80 40 49 60

Min. Yapi kalinligi / Min. Substrate thickness

Min. Aralik / Min. Spacing

Smin,s-r | (mm 50 55 75 45 55 100

Min. Kenar mesafesi / Min. Edge distance

)
)
Pminsr | (mm) | 100 | 100 | 136 | 100 | 100 | 100
)
)

Cmin,s-r | (Mm 40 50 65 40 65 100
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Kimyasal Diibel / Bonded Anchor R-KER

Uygulama Adimlan / Installation Guide

Catlakli ve Catlaksiz Betonda Kullanim Onayli Yiksek Performansli Vinylester Regine
High Performance Vinylester Resin Approved for Use in Cracked and non-Cracked

Uriin Ozellikleri - Avantajlar / Features and Benefits

" Catlakli ve gatlaksiz betonlarda disli rotlar ile kullanimi onaylidir. / Approved for use with threaded rods
for use in cracked and non-cracked concrete (EAD 330499-00-0601)

" Diisiik sicakliklarda (-20 °C ye kadar ) kullanima uygundur. / Suitable for use in low temperatures
(down to -20°C for winter option) enables use througho ut the year.

® Kuru ve islak ylzeyler ile su dolu deliklerde kullanima uygundur.
Suitable for use in dry or wet substrates and water filled hole..

" Hizli baglanma siiresi ile hizli montaja izin verir.
Rapid bonding time enables quick execution of works.

m Yuksek yiuk dayanimi. / Very high load capacity
" Diibel, yapida gerilimler olusturmadidi igin daha kiigiik diibel araliklarina ve kenar mesefelerine izin

verir./ Anchor does not generate tensions in the sub strate which enables R-KER to be specified where
closer edge and spacing distances are required.

N Uygulamalar / Applications

= Perde duvar / Curtain walling

m Korkuluk / Handrails

m Tente / Canopies

= Panel gliglendirme sistemi / Large panel reinforcing system

® Kablo borulari ve tavalari / Cable conduits and trays

™ Cit ve kapi uygulamalari / Fencing & gates manufacturing and installation
® Boru kanal askilar1 / Pipework/ductwork supports

m Platformlar / Platforms

m Boru hatti sistemleri / Pipelines systems

® Asansérler / Passenger lifts

Yapi Materyalleri / Base Materials

= Kullanimi onayli / Approved for use in:
® Catlakli beton / Cracked concret C20/25-C50/60e
m Catlaksiz beton / non- Cracked concrete C20/25-C50/60

Teknik Bilgi / Technical Data

Regine Aciklama / Regine Tipi Hacim
Kod / Code Resin Description / Resin Type Volume
R-KER-300 300
R-KER-345 . . . X 345
—1 R-KER Stiren Icermeyen Vinilester Regine [—————
R-KER-380 Styrene Free Vinylester Resin 380
R-KER-400 400
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Baglanti ve Disgli Aksesuarlar / Connection & Threaded Accessories

Alt1 Kose Civata
Hexagon Head Bolt

Malzeme / Material
Celik / Steel

Standart Kaplama / Standart Finish
Elektro galvaniz / Zinc Plated

Malzeme Ozellik Siniflar1 / Material Class

8.8
cc Olgiiler / Dimensions

Kod / Code |Civata Olgiisii / Bolt Size
DxL
mm
CC.800825 M.8x25
CC.800850 M.8x50
CC.801025 M.10x25
CC.801035 M.10x35
CC.801050 M.10x50
CC.801225 M.12x25
CC.801235 M.12x35
CC.801250 M.12x50
CC.801635 M.16x35
CC.801650 M.16x50
CC.801670 M.16x70
CC.802040 M.16x40

Alti Kbse Somun
Hexagon Head Nut m
Malzeme / Material

Celik / Steel

Standart Kaplama / Standart Finish
Elektro galvaniz / Zinc Plated

CS Olgiiler / Dimensions

DIN 933
I1ISO 4017

Alt1 Kése Civata m

Hexagon Head Bolt

Malzeme / Material

Celik / Steel

Standart Kaplama / Standart Finish
Sicak Daldirma Galvaniz / Hot-Dip Galvanized

Malzeme Ozellik Siniflari / Material Class
8.8

EPSS Oilgiiler / Dimensions

Kod / Code |Civata Olgiisii / Bolt Size
DxL
mm
EPSS.21214 M.12x140
EPSS.21217 M.12x170 L
EPSS.22016 M.20x160 b
EPSS.22024 M.20x240
@D
DIN 931
1ISO 4014

Alti Kése Flanghh Somun
Hexagonal Flange Nut m

Malzeme / Material
Celik / Steel

Standart Kaplama / Standart Finish
Sicak Daldirma Galvaniz / Hot-Dip Galvanized

EPCS Olgiiler / Dimensions

LCLIACELIN el °'9‘|‘§“ Qe Kod / Code |Somun Olgiisii / Nut Size D
mm B
M.8 mm
CS.8808 v -10 EPCS.0212 M.12
£5.8810 : EPCS.0220 M.20
CS.8812 M.12
CS.8816 M.16
CS.8820 M.20
DIN 934 DIN 6923
Diz Pul m
Flat Waster
Malzeme / Material
Celik / Steel
Standart Kaplama / Standart Finish
Sicak Daldirma Galvaniz / Hot-Dip Galvanized @d2
PR Olgller / Dimensions F@‘“
Kod / Code |Anma Gapi/ Thread Size| @d1 ad1 tmin ’A‘
mm mm mm mm .@
PR.0212 M.12 13.0 24.0 2.3 v
PR.0220 M.20 21.0 37.0 2.7 DIN 125

ELINK




Baglanti ve Disli Aksesuarlar / Connection & Threaded Accessories

Cesitli Digli Baglanti Elemanlari

Various Other Connection & Threaded Accessories

Malzeme / Material : Gelik / Steel

Standart Kaplama / Standart Finish
Elektro galvaniz / Zinc Plated

Trifon / Threaded Lag Screw

Go6z Rot-2 / Linked Eye Rod-2

LINK

Rot Olgiisii Rot Olgiisii
Kod / Code =y Kod / Code Rod Size
RxL b1 | b2 A L/Y|H
mm mm | mm mm R mm|/mm/| mm
BEL1.5106 M.8x50 15 | 30 BEL2.5410 30 M.8 160/100| 200
BEL1.5107 M.8x65 15 | 45 BEL2.5411 40 M.10  |210/100| 250
BEL1.5108 M.10x80 | 20 | 50 BEL2.5412 50 M.12  |240/100| 300
BEL2.5413 50 M.16  [290/100/ 350
Uzatma Mansonu / Steel Rod Coupling Adaptor Civata / Adaptor Bolt R1
; Bk Kod / Codl L1 |L2
Kod / Code Dizayn Yiikii R od/Code | R1xR2 | =L o
R L | Design Load
mm KN CSY.8320 M.8xM.8 | 20 | 40 -
BEL3.5108 | M| 40 133 CSY.8321 M.8xM.10 | 20 | 40
BEL3.5110  |Mm.10| 40 211 CSY.8322 M.10xM.8 |20 | 40 g
BEL35112 |M12] 40 3.5 L CSY.8323 M.10xM.10 | 20 | 40
BEL35116  |Imasl 40 6.00 JL CSY.8324 M.10xM.12 | 20 | 40 =
BEL35120 |M20l 40 .61 CSY.8325 M.12xM.8 | 25 | 40
BEL35124 |Mm24| 40 14.37 CSY.8326 M.12xM.10 | 25 | 40
CSY.8327 M.12xM.12 | 25 | 40
CSY1
Genig Duz Pul / Large Size Waster Adaptoér Civata / Adaptor Bolt
Kod / Code Anma Qgpl Kod / Code
Thread Size R1 x R2 @d L1 L2
od1 | @d2 | t @d2 x mm | mm | mm
mm mm mm | mm
PRG.8510 M.A0 105300/ 80 1] e CSY1.8348 | M.10xM.12| 18 | 30 | 40
PRG 8812 M.A2 130 | 370| 3.0 \ __ / CSY1.8349 |M.12xM.16| 20 | 40 | 40
PRG.8816 M.16 170 | 50,0 4.0 CSY1.8350 | M.16 x M.20| 27 | 40 | 40
R2
| PR
, DIN 127
Yayli Rondela / Spring Lock Waster Diiz Pul / Flat Washer DIN 125
Anma Capi Anma Gapi
Kod/ Code | 7 oad Size 2d2 Kod/Code | i Size
D1 | D2 | t D1 | D2 | t
mm mm [ mm | mm mm mm [ mm | mm 9d2
PRY.8808 M.8 8,5 | 14,8| 1,9 PR.8808 M.8 84 | 16,0| 1,4 p—
PRY.8810 M.10 10,5 18,1 21 PR.8810 M.10 10,5 | 20,0| 1,8 R
PRY.8812 M.12 125 211] 2.4 PR.8812 M.12 13,0 [ 240/ 23 L -
PRY.8816 M.16 16,5 | 27,4 3,3 PR.8816 M.16 17,0 | 30,0 2,7 \/
PRY.8820 M.20 20,5 | 336| 3,8 t PR.8820 M.20 21,0 | 37,0 2,7
59




Teknik Bilgi / Technical Data

Disli Saplamalar / Thread Stud

Kod / Code | Saplama Olgiisii . . RN _ )
Stud Size Ambalaj Adedi |Ambalaj Agirhgi| Dizayn Yiikii  Malzeme / Material : Celik / Steel CR
DxL Package Quantity| Package Weight | Design Load
mm kg kN Standart Kaplama / Standart Finish Grade
Elektro Galvaniz / Zinc Plated
CR.060060 M.6 x 60 2000 22,40 4,56
CR.060080 M.6 x 80 2000 29,80 4,56
CR.080035 M.8 x 35 2000 24,20 8,15
CR.080055 M.8 x 55 1200 22,80 8,15 Siirekli Disli Saplama
Continuous-Thread Stus
CR.080100 M.8 x100 600 20,82 8,15
CR.100035 M.10 x 35 1600 37,28 12,87
CR.100055 M.10 x 55 800 24,48 12,87
CR.100100 M.10 x100 400 22,24 12,87
CR.120080 M.12 x 80 300 19,20 18,55
CR.120100 M.12 x 100 300 24,00 18,55
CR.120140 M.12 x 140 300 33,60 18,55
CR.140100 M.14 x 100 50 5,50 25,41
CR.140140 M.14 x 140 50 7,70 25,41
CR.160100 M.16 x 100 50 7.25 33,34
CR.160140 M.16 x 140 50 10,10 33,34
CR.160200 M.16 x 200 50 14,50 33,34
CR.180140 M.18 x 140 20 5,40 42,35
CR.180200 M.18 x 200 20 7,50 42,35
CR.200150 M.20 x 150 20 6,80 52,12
CR.200200 M.20 x 200 20 9,00 52,12
Kod/Code | Saplam OIGUSt | Ambalaj Adedi | Ambalaj Agirhgi Dizayn Yiikii [N WAt ANt I VAN N ET e WA
DxL Package Quantity | Package Weight |Design Load CR
mm kg kN Malzeme / Material : Gelik / Steel
CR.061000 M.6 x 1000 100 18,70 4,56 Malzeme Ozellik Siniflari / Material Class: 4.6
CR.062000 M.6 x 2000 100 37,40 4,56 Standart Kaplama / Standart Finish Grade
CR.081000 M.8 x 1000 50 17,35 8.15 Elektro Galvaniz / Zinc Plated
CR.082000 M.8 x 2000 25 17,35 8,15 ”"\\
CR.101000 M.10 x 1000 25 13,90 12,87 (s:urekli Di§"r§°' rod
ontinuous-Thread Ro
CR.102000 M.10 x 2000 20 22,8 12,87 N\\\
CR.121000 M.12 x 1000 25 20,00 18,55 \\
CR.122000 M.12 x 2000 15 24,00 18,55
CR.141000 M.14 x 1000 20 22,00 25,41
CR.142000 M.14 x 2000 20 44,00 25,41
CR.161000 M.16 x 1000 10 14,50 33,34
CR.162000 M.16 x 2000 10 2900 33.34 Egilme Dizayn Yuki / Bending Design Load (*)
CR.181000 M.18 x 1000 10 18,50 42,35 UZ‘;}”{:"‘ L F'\("IfN) 2";3 M12 | M16
CR.182000 M.18 x 2000 10 37,00 42,35 s 010 0(20) ';(;E) ';(gs)
CR.201000 M.20 x 1000 5 11,25 52,12 100 0’04 0’10 0’17 0’43
CR.202000 M.20 x 2000 5 22,50 52,12 150 0’02 0’05 0’1 ; 0’29
CR.221000 M.22 x 1000 5 13,30 63,25 200 0’01 0’08 0’06 0’21
CR.222000 M.22 x 2000 5 26.60 63,25 : 0’ 0 ! !
CR.241000 | M.24 x 1000 5 16,30 75,46 250 — e [
CR.242000 | M.24 x 2000 5 32,60 75,46 S |Gl | [
CR.271000 | M.27 x 1000 5 21,50 95.79 E30 Lo | Gy
CR.272000 M.27 x 2000 5 43,00 95,79 400_ —L GRG0
(*)Emniyet Faktori/ Saffety Factor. 1.5
CR.301000 M.30 x 1000 5 26,50 118,54 Max. Sehim / Max. Deflection f=L/150
CR.302000 M.30 x 2000 5 53,00 118,54
CR.361000 M.36 x 1000 5 39,50 170,74
CR.362000 M.36 x 2000 5 79,00 170,74
CR.421000 M.42 x 1000 5 48,50 233,11
CR.422000 M.42 x 2000 5 97,00 233,11
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Polimer Beton Ayaklar / Polymer Concrete Bases

Hizmet / Service

Catidaki izolasyona zarar vermeden, delik delmeden; boru, kanal, elektrik tavasi ve ekipmanlarin istenen yukseklik ve genislikte desteklenme sistemleri-
nin uygulanabilmesi igin dizayn edilmigtir.

The bases are designed to support piping, ducting, cable tray and equipments at any specified height or width, with allowing installation without roof
penetrations, flashings or damage to the roofing material.

M.12 M.12

PLYA.100 PLYA.200

150 mm

80 mm

Neopren Taban ‘
Neopren Pad ‘

@255 mm

Neopren Taban
Neopren Pad

\ @450 mm

PLKA.100 PLKA.200

Neopren Taban
Neopren Pad

PLDA.100

Neopren Taban
Neopren Pad

PLDD.100

Neopren Taban
Neopren Pad

Neopren Taban
Neopren Pad

Uygulama 6rnegi sayfa:64/69
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Uygulama Ornekleri
Application Examples




Solar Sistem
Solar System




Platform - 1
Platform

PMP-100.3

PM-HK
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Platform- 2
Platform

PMP-100.3

PM-TTA

PM-KD
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Boru Aski Modulleri
Pipe / Duct Support Modules




Boru Koprusu
Pipe Rack




gi

Merdiven Orne

Roof-Stairs

Cati

PLKA.100
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Baca, Kafes Ornegi

Modular Steel Frame for Chimney

PMP-100.3

PMP-120.4

\

g
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Cihaz Kaidesi-Sismik Sinirlama ve
Titresim izolasyonu

Equipment Base-Seismic Restraining

and Vibration Isolation Pup-18.2
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Mekanik Servis Hatlari
Mechanical Utillity Lines

PMP-100.3




Cihaz, Kaide ve Sismik Sinirlama
Equipment, Bases and Seismic Restraint

PMP-100.3
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Modiiler Kaide ve Titresim Izolasyonu
Modular Base and Vibration Isolation

PMP-100.3




Konsol Ornegi -1
Pipe Support

PMP-100.3 PMP-120.4

EPKC PM-PC PM-MFS.080/100 PM-MFS.101
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Konsol Ornegi - 2
Pipe Support

PMP-100.3 EPKC




ProMEGA Baglanti Elemanlari
ProMEGA Fittings







ELINK

5 Nasil Yapiyoruz? / Business Policy

(7p)
e
O
——
=
o
(p)
X2
D
N
&
(@)
——
(7p)
=)
&)
—
| G-
<D
&
H )
N
(@]
O
©
N
@)
D
=
D
(®)
—
(s

Mdasterilerimiz igin ilk temas noktasi, tim
proje gelistirme igin temel olusturan satis
organizasyonumuzdur. Projenin karma-
sikhdina dayanarak, detaylar ve gereksi-
nimler satis ve onlarin destek ekipleri
tarafindan muhendislik grubuna iletilmek-
tedir.

Proje 6zelliklerini anlamak ve bilgi payla-
siminda bulunmak igin genellikle musteri-
mizin ilgili departmani ile dogrudan
iletisim kurariz. Daha sonra, elde edilen
tim bilgiler ile mihendislerimiz genel
proje kapsami igin en iyi ¢ézimu sunar ve
onay i¢in musterimize iletiriz. TUm bilgile-
rin en erisilebilir sekilde sunulmasini
saglamak amaci ile pazarlama ve Urln
uzmanlarimiz da muhendislik ekibimize
destek vermektedir.

Sirket kiltirimizde var olan hassas bir
yaklasimla her bir projeyi tasarim asama-
sindan itibaren ele alip uygulama ve
denetim asamalarinin sonuna kadar
dikkatle ele alir, planlama, uUretim ve
lojistik birimlerimiz ile zamaninda teslimat
ve Ust kalitede Uriin tedariki igin ¢aligiriz.
LINK binyesinde ki her bir departman ve
sahip oldugu ekipler 360 derece hizmet
anlayisimizin birer pargasidir.

The first contact point for our customers is
our sales organization, which is the basis
for all project development. Based on the
complexity of the project, details and
requirements are communicated to the
engineering group by the sales and
support teams.

We usually work directly with the relevant

department of our client to understand
project characteristics and share informa-
tion. Then, with all the information obtai-
ned, our engineers provide the best
solution for the overall project scope and
communicate to our customer for appro-
val. Our marketing team and product
specialists are support to engineering
team for provide all informations clearly.

LINK takes care of every project from
design stage up to the end of application
and supervision stages with a sensitive
approach, and we work with our planning,
production and logistics units to deliver on
time delivery and top quality products.
Each department and team within Link
has are part of our 360 degree service.



Uriin  sistemlerimizin  birgogu, kurulum
suresini ve dolayisiyla isgtct maliyetleri-
ni azaltmak i¢in yenilikgi anlayis ile tasar-
lanmigtir. TUm proje yolculugu boyunca
zamaninda lojistik, planlama, projelendir-
me ve saha yardimina kadar tim asama-
larda danigsmanlik sunmanin karsilig
olarak mikemmel igler basarmak LINK’in
en buyuk motivasyonudur.

Danismanlik Glcumuz

Bir mUhendislik projesi sirasinda alinacak
onemli kararlar ve hassas degerler vardir.
Muhendislik ekibimiz, bu projelerdeki
musterilerimizi desteklemek igin; tasarim,
malzeme, Urln seg¢imi, montaj ve gele-
cekteki kullanim icin onlara danigmanlik
yaparak hizmet anlayisini da farklilastir-
mistir.

Consultancy Power

Many of our product systems are desig-
ned with innovative insight to reduce the
installation time and therefore labor costs.
LINK's greatest motivation is accomplish
excellent work as a counterpart in provi-
ding timely logistics, planning, projecting
and consulting at all stages of the project
journey to the field assistance .

There are important decisions and sensi-
tive values to be taken during an enginee-
ring project. In order to support our custo-
mers in these projects; design, materials,
product selection, installation and use of
them by advising them to differentiate the
service concept.

Proje destegimiz sunlari igerir:
Our project support includes:

M Projeye 6zel ¢oziimler / Specific solutions

[ Teknik tasarim hizmeti - 3D tasarimlar / Technical design service - 3D designs
I 3D Analizler - Hesaplamalar / 3D Analysis- Calculations

I Danisma ve problem ¢ézme / Consultancy and problem solving

I Yerinde destek /Stipervizorliik / Onsite support - Supervision

[ | Uygulama katalogu / Application catalog
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