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Uriin Kodu ve Tanimi
Product Code and Description

imalatgi
Manufacturer

Performans degismezliginin
degerlendirilmesi ve dogrulanmasi sistemi
System of assessment and

verification of constancy of performance

Onaylanmis Kurulus
Notified Body

Onaylanmis Kurulus No
Notified Body Number

Dokiiman Yayin Yeri ve Tarihi
Place and date of issue

Performans
Performed

Fabrika liretim kontrolii sertifika numarasi

Certification number of factory production control

C€

Performans Beyani
Declaration Of Performance
DOP.04430015

PMUKP - Promega U Bolt Boru Kelepcesi
PMUKP - Promega U Bolt Pipe Clamp

Link Yapi1 San. ve Tic. A.S.
GOSB 1000 Sk. No:1016 Kocaeli / TURKEY

Sistem 2+

TUV AUSTURIA SERVICES GMBH
DeutschstraBe 10 1230 WIEN / AUSTRIA

0408
Kocaeli / 13.08.2020

Onaylanmis kurulus TUV Austuria Services
GMBH, fabrika iiretim kontrolii ile iiretim
tesisinin ilk muayene ve degerlendirmesini
yapmis, buna gore sertifikalandirmistir.

The notified body TUV Austuria Services
GMBH, performed the initial inspection of the
manufacturing plant of factory production
control and the evaluation of factory
production control and issued the certificate.
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C€

Performans Beyani
Declaration Of Performance
DOP.04430015
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Harmonize Teknik Standart
Harmonised technical
specification

Performans
Performance

Temel Ozellikler
Essential characteristics

Boyutlar ve sekil i¢in sapma siniri

Tolerances on dimensions and shape Min. NFPA 13 & EN 227681

Kopma anindaki uzama SAE J403-95: 1008

Elongation
Cekme Dayanimi
Tensile strength SAE J403-95: 1008
Akma Dayanimt
Yield strength EN 1090- 1
Darbe Dayanimi NPD
Impact strength
Kaynaklanabilirlik (kimyasal bilesim) )
Weldability (chemical composition) SAE J403-95:1008
Sicak daldirma galvaniz icin uygunluk )
Suitability for HDG E SAE J403-95:1008
Yangin davranisi A1 (Celik)
Reaction to fire A1 (Steel) EN 13501-1
Guriltl Korumasi
Noise Protection NPD i
Enerji tasar.ru.fu NPD i
Energy efficiency
Uriinler asagidaki korozyon korumasina sahiptir:
DIN EN ISO 2081'e gore elektro galvaniz, ayrica DIN EN
Dayanikhlk (6midir) ISO 1461 ve EN ISO 12944'e gdre de kaplanabilir. EN 1090-2

Durability Products have the following corrosion protection:
Zinc Plate acc. DIN EN ISO 2081,it can be additional

coated acc. DIN EN ISO 1461 or EN I1SO 12944.

Her parti Grlin, uygulanan sarj isaretlemesi ve tip
belirlemesi ile tanimlanabilir.

Any product batch can be identified applied charge
marking and type designation.

Uriin Markalama
Product marking

Yukaridaki Urtnlerin performansi, tabloda listelenen beyan edilen performansa karsilik gelir.
The performance of the enlisted product is conform to the declared performance in table.
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Kurucu Baskan
Founding Chairman

LINK adina imzalayan:
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